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GLOSSARY OF TERMS, DEFINITIONS AND ABBREVIATIONS

Construction

Activity

Contractor

DEDTEA

Developer

EA

ECO

EMPr

Environment

A construction activity is any action taken by the Contractor, his Sub

Contractors, suppliers or personnel during the construction process.

That main organisation appointed by the Developer, through the

Project Manager, to undertake construction activities on the site.

KwaZulu-Natal Department of Economic Development, Tourism and

Environmental Affairs

Investec Property Limited

Environmental Authorisation

Environmental Control Officer
The ECO monitors compliance with the EMPr during the construction
phase and advises the Project Manager on environmental matters

relating to construction.

Environmental Management Programme

The EMPr for the project sets out general instructions that will be
included in a contract document for the construction phase of the
project. The EMPr will ensure the construction activities are conducted

and managed in an environmentally sound and responsible manner.

The EMPr also details the organisational structure required to ensure
the effective implementation of the EMPr and measures to monitor and

improve the application of the EMPr.

Means the surroundings within which humans exist and that are made
up of:
e The land, water and atmosphere of the earth.
e Micro-organisms, plant and animal life.
e Any part or combination of a) and b) and the interrelationships
among and between them.
e The physical, chemical, aesthetic and cultural properties and
conditions of the foregoing that influence human health and

well-being.
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Environmental

Specifications

Method

Statement

MSDS

PE

PM

Rehabilitation

Solid Waste

Instructions and guidelines for specific construction activities designed
to help prevent, reduce and/or control the potential environmental

implications of these construction activities.

A written submission by the Contractor to the Project Manager in
response to the Specification setting out the plant, materials, labour,
timing and method the Contractor proposes using to carry out an

activity.

The Method Statement shall cover applicable details with regard to:

e Construction procedures.

e Materials and equipment to be used.

e Getting the equipment to and from site.

e How the equipment/material will be moved while on site.

e How and where material will be stored.

e The containment (or action to be taken if containment is not
possible) of leaks or spills of any liquid or solid material that
may occur.

e Timing and location of activities.

e Compliance/ non-compliance with the Specifications.

e Any other information deemed necessary by the PM.

Material Safety Data Sheet

Project Engineer appointed by the developer.

Project Manager or Representative of appointed firm responsible for
overall management of the construction phase of the project including

the management of all Contractors.

Rehabilitation is defined as the return of a disturbed area, feature or
structure to a state that approximates to the state (where possible)

that it was before disruption, or to an improved state.

Means all solid waste, including construction debris, chemical waste,
excess cement/concrete, wrapping materials, timber, tins and cans,
drums, wire, nails, food and domestic waste (e.g. plastic packets and

wrappers).
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1 INTRODUCTION

Investec Property Limited (Investec), as authorised by Main Street 57 (Pty) Ltd, propose to
develop the Avoca South Industrial and Business Estate in Durban North, KwaZulu-Natal for light
industrial and business uses. The proposed development site is located on the portion of property
between the N2, Curnick Ndlovu Highway and Main Road R102 (MR577), and Old North Coast
Road, and is currently used by Corobrik for the mining of clay and manufacturing of various clay

brick and paving products with ancillary sugar cane farming on mined portions of the property.

The total area of the site is 157ha and is currently zoned as Extractive Industry (85%) and Special
Residential 600 (15%). The proposed development will involve the platforming and development
of approximately 90ha of the 157ha site (x 540 000 m2 floor space) subdivided to form light
industrial, general business and warehousing property portions, while the remainder of the site
will be zoned as open space or conservation and roads, as reflected in Drawing No. 1223/WD28
(Layout Option 5) attached under Layouts. The proposed development will include provincial
road upgrades and improvements, and service infrastructural upgrades and improvements for
water, sewer and electricity. The site is also likely to include the stockpiling of 500 000m3 of clay
reserves in the short term. The remainder of the site will be zoned as public/private open space

or conservation, and roads.

The site will be developed in a phased approach, comprising 7 phases over an estimated 20 year
period whereby sections of the site will be sequentially released for development while others
are being prepared and serviced. In this way, the site is developed based on the market demand
and funding. The approach is also considerate of Corobrik’s short to medium term operational
plan to operate the brick making factory on the site for the next approximately 15 years. Once
the development is fully completed, Investec Property will not retain ownership. The completed
developments will be sold to either the Investec Property Fund, or similar fund, or to the tenant
for whom the building was constructed. The entire business estate will be managed by a not for

profit Estate Owners Association and membership will be compulsory for all land owners.

Investec, as the project proponent, has appointed GCS Water and Environment (Pty) Ltd
(hereafter referred to as ‘GCS’) as the Independent Environmental Assessment Practitioner (EAP)
to undertake the Environmental Impact Assessment (EIA) for the proposed Avoca South Industrial

and Business Estate.

This report represents the Environmental Management Programme (EMPr) for the proposed Avoca
South Industrial and Business Estate, which has been prepared as part of the EIA Report in
accordance with the EIA Regulations (2010) published in Government Notice No. R. 543 of 2010.

These Regulations were published by the National Department of Environmental Affairs

12-634 13 September 2015 Page 1 7
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(DEA) under Section 24(5) read with Section 24M and 44 of the National Environmental
Management Act (Act No. 107 of 1998) (as amended) (NEMA) to control activities which may have

a detrimental effect on the environment.

1.1 Objectives of the EMPr

The purpose of the EMPr is to control the impacts of construction and operational activities
related to the Avoca South Industrial and Business Estate. A precautionary approach has been
adopted in this EMPr and environmental issues and associated mitigation measures and
recommendations identified during the course of the Scoping and EIA process are included to
ensure they are adopted and implemented. In addition, the EMPr is designed to assist Investec
and their contractor/s to plan and implement effective site-specific strategies that will minimise
the potential environmental impacts associated with their activities and maintain compliance
with environmental legislative requirements. This EMPr serves as a stand-alone document to be
disseminated to, and used by, the contractor/s and project managers during the construction and
operational phases of the project. By its very nature, the EMPr is a dynamic document and

updating may be required (with written approval from the DEDTEA).

Note that should the authorisation from the DEDTEA be granted for the project, this document is
to be updated with any specific conditions contained therein, and submitted to the DEDTEA

Compliance and Enforcement Sub-Directorate for approval.

It is also noted that the operational phase mitigation measures contained in this EMPr are
focussed on general environmental impacts relevant to site conditions, and not on specific
impacts relating to industrial processes, as it is not confirmed which industries / businesses will
be established on site. It is therefore recommended that once platform owners and land users
are confirmed, the operational EMPr be amended if necessary and included in the business park
rules and regulations. The amended operational EMPr must be submitted to the DEDTEA
Compliance and Enforcement Sub-Directorate for approval. Each platform owner / land user must
be responsible for implementation of this EMPr in the construction and operational phases of

their developments.

The purpose of the EMPr is to:

e Promote understanding of the common environmental impacts associated with the
construction and possible mitigation measures.

e Ensure that the construction and operational activities associated with the project are
undertaken in a controlled and organised manner, thereby managing and minimising
potential environmental and social impacts.

e Encourage good management practices through planning and commitment to

environmental issues.
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e Outline the developer’s environmental management commitments for the site.
e Recognise health and safety issues related to the project.
e Act as a performance standard that construction activities can be audited against by the
appointed Environmental Control Officer (ECO).
e Provide rational and practical environmental guidelines to:
- Minimise disturbance of the natural environment.
- Prevent or minimise all forms of pollution.
- Comply with all applicable laws, regulations, standards and guidelines for the
protection of the environment.
- Adopt the best practicable means available to prevent or minimise adverse
environmental impacts.
- Develop waste management practices based on prevention, minimisation,
recycling, treatment or disposal of waste.
- Describe all monitoring procedures required to identify impacts on the

environment.

Chapter 10 of this EMPr forms the Waste Management Plan (WMP) for the Avoca South Industrial
and Business Estate, and includes mitigation measures for both the construction and operational
phases of the development. However, it is recommended that, should the project receive
Environmental Authorisation and if necessary, the WMP be amended prior to commencement of
the operational phase in order to ensure that waste management procedures are relevant to the
types and quantities of waste anticipated to be stored and handled on site (following

confirmation of industrial and retail activities).

1.2 Environmental Principles and Best Practice Guidelines

e The environment is considered to be composed of biophysical, ecological, economic and
social components.

e Construction is a disruptive activity and all due consideration must be given to the
environment, including the social environment during the execution of the project to
minimise the impact on affected parties.

e Minimisation of areas disturbed by construction activities (i.e. the ‘footprint’ of the
construction area) should reduce many of the construction related environmental impacts
of the project and reduce rehabilitation requirements and costs.

e All relevant standards relating to international, national, provincial and local legislation,
as applicable, should be adhered to. This includes requirements relating to waste
generation and emissions, waste disposal practices, noise regulations, road traffic
ordinances, etc.

e Every effort should be made to minimise, reclaim and/or recycle waste materials.

12-634 13 September 2015 Page 3 7



Investec Property (Pty) Ltd Avoca South Industrial and Business Estate EMPr

1.3 Details of the Project Team
This section provides details on the planning team that was involved in the development of the

EMPr (Table 1-1). The team includes the proponent organisation and EAP.

Table 1-1: Details of the Project Team

Designation Contact Person Tel Fax Email
Applicant: Investec . john.rosmarin@investe
L Mr John Rosmarin | 011 291 3135 011 291 1630
Property Limited c.co.za
Engineer and Project ] ]
. Mr Gary Visser 031 581 1500 031 566 2371 garyv@sivest.co.za
Manager: SiVest
EAP: GCS Mr Russell Stow 031 764 7130 031 764 7140 russells@gcs-sa.biz
EAP: GCS Ms Karin Fivaz 031 764 7130 031 764 7140 karinf@gcs-sa.biz
EAP: GCS Mrs Kelly Taylor 031 764 7130 031 764 7140 kellyt@gcs-sa.biz

1.4 Key Specialist Reports
The listed specialist studies include construction and operational phase recommendations that
are critical to the effective management of the development of the Avoca South Industrial and
Business Estate. Their recommendations have been integrated into the EMPr to ensure their
implementation:

e Stormwater Management Plan

e Wetland Rehabilitation Plan

e Rehabilitation and Conservation Management Plan

e Landscaping Plan

2 SITE DESCRIPTION AND DEVELOPMENT LAYOUT

2.1 Site Description

The site is bordered by roads on all sides: MR577 (North), Old North Coast Road (East), N2
Highway (South) and Curnick Ndlovu Highway (West) (Figure 1-1 and Figure 1-2). Currently the
site is being mined for clay deposits by Corobrik to be used for brickmaking at the factory on site
and the remaining vacant and mined land is leased by Tongaat Hullett for sugarcane cultivation.
A number of drainage lines and wetlands are located on site, which are highly modified and very
constricted, with minimal natural vegetation present. No sensitive faunal habitats were identified
on site. Archaeological assessments have confirmed the presence of stone artefacts on site which
have educational value. A portion of the site is zoned as D’MOSS (Durban Metropolitan Open

Space System).

The residential areas of Mount Moriah lie to the north of the site, while Corovoca Township and

Avoca Hills lie to the west. A number of industrial estates are interspersed in the area adjacent
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to the N2 Highway along with areas of undeveloped land and sugarcane plantations. The proposed
Rohill Industrial and Business Estate site and the residential areas of Glen Anil and Glen Hills are
situated east across the N2 Highway from the proposed site. North-east of the site lie further
sugarcane plantations and vacant land, which have been identified for the The Glen Anil Stream,
a tributary of the uMhlangane River is situated along the northern border of the site and joins the
uMhlangane River at the north-west corner of the property. The Glen Anil Stream is a perennial

river and drains a substantial area of Inanda, KwaMashu and Ntuzuma.

2.2 Development Layout

The preferred layout of the site is detailed in RKA’s Conceptual Layout Drawing No. 1223/WD28
(Layout Option 5) (Figure 1-3). The developer’s preferred layout includes the following key
aspects:

e The presence and position of the clay brick factory and the associated mining operations
which Corobrik intend to operate for the next 15 years;

e Preservation of as much of the watercourse and associated D’MOSS area that makes up
the north-western boundary of the site, along the R102, including a buffer zone. This
buffer zone will also act to shield the river system from the impacts of the project over
the extended development duration and its proximity to the river system;

e Exclusion of unstable geological areas;

e Location of access points while minimising traffic related impacts;

e The centrally located degraded drainage lines which need to be in-filled in order to
optimise the potential developable area; and

e The uMhlangane River situated on the northern boundary between North Coast road and
Curnick Ndlovu Highway of the site will be rehabilitated as part of the offset for the loss

of the central drainage lines.
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Figure 1-1: Avoca South Industrial and Business Estate Project Site - 1:50 000 Topographical Map
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3

IDENTIFICATION OF ENVIRONMENTAL IMPACTS

A number of environmental aspects and impacts related to the construction of the proposed

Avoca South Industrial and Business Estate have been identified as follows (Table 1-2):

Table 1-2: Identified Negative Environmental Impacts

CONSTRUCTION PHASE

Topographical structure and Landform change

OPERATIONAL PHASE

Topographical structure and Landform change

e Soil Erosion and Sedimentation e Soil Erosion and Sedimentation
e Impacts on Geological Stability e Contamination of soils or water by hazardous
e Contamination of soils, surface or groundwater substances
e Contamination of watercourses / wetlands via e Contamination of watercourses / wetlands via
sedimentation sedimentation
e Reduction in groundwater baseflow e Reduction in groundwater baseflow
e Alteration of stormwater flow regime ¢ Alteration of stormwater flow regime
e Noise disturbance from increased traffic ¢ Noise disturbance from increased traffic
e Noise disturbance from construction activities o Noise disturbance from operational activities
e Dust pollution from earth-moving activities ¢ Air pollution from industrial processes
e Air pollution from vehicular emissions e Air pollution from vehicular emissions
e Pollution arising from poor waste management e Pollution arising from poor waste management
e Pollution arising from poor management of e Spread of alien invasive vegetation
excess soil e Contamination of soil reducing vegetative
e Loss of ecological habitat and open space health
e Disturbance or loss of wetland / riparian e Disturbance to faunal habitat and habitat loss
vegetation e Introduction and spread of alien and
e Loss of indigenous and protected species domesticated animals and vegetation
e Loss of vegetation communities ¢ Pollution of faunal habitats
e Spread of alien invasive vegetation e Changes in hydrology
e Contamination of soil reducing vegetative e Catchment and surrounding terrestrial habitat
health modification impacts
e Disturbance to faunal habitat and habitat loss o Direct flow modification impacts
e Introduction and spread of alien and e Water pollution impacts
domesticated animals and vegetation ¢ Rehabilitation and management impacts
e Pollution of faunal habitats e Traffic congestion and ncreased heavy vehicle
e Changes in hydrology traffic
Freshwater habitat destruction and e Change in visual / aesthetic character
modification impacts o Erosion of sense of place
e Catchment and surrounding terrestrial habitat e Cumulative Noise Impact
modification impacts e Cumulative Air Quality Impact
o Direct flow modification impacts e Cumulative Traffic Impact
e Water pollution impacts e Cumulative impact of increased pressure on municipal
e Loss Clay Mining services
o Traffic congestion and increased heavy vehicle
traffic
e Change in visual / aesthetic character
e Potential loss of cultural / heritage resources
e Safety risks to pedestrians and motorists
e Potential increase in crime from construction
workers
e Safety risks to construction workers
e Safety risks to pedestrians and motorists
o Erosion of sense of place
e Cumulative Noise Impact
e Cumulative Air Quality Impact
e Cumulative Traffic Impact
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4 IMPLEMENTATION INSTRUCTIONS

4.1 Duty of Care and Remediation of Damage

Investec, as the developer and applicant, is responsible for compliance with the provisions of
duty of care and remediation of damage in accordance with Section 28 of NEMA and its
obligations regarding the control of emergency incidents in terms of Section 30. Failure to comply
with this EMPr will constitute an offence and Investec and/or their Contractor/s may be liable to
penalties and/or legal action. Therefore, it is important for all the responsible parties to

understand their duties and undertake them with duty and care.

4.2 Compliance with Other Policies and Legislation
The EMPr has been developed in line with South Africa’s environmental legislation so as to ensure
that reasonable measures are taken to warrant environmental protection and to promote
sustainable development. The adherence of the contractors to the stipulations outlined in this
EMPr will ensure compliance with the applicable legislation outlined below:

e The Constitution of the Republic of South Africa (No.108 of 1996).

e National Environmental Management Act (NEMA) (No.107 of 1998) (as amended).

e National Environmental Management Waste Act (NEM:WA) (No. 59 of 2008) (as amended).

e The National Water Act (NWA) (No. 36 of 1998).

e National Environmental Management: Biodiversity Act (No. 10 of 2004).

e The National Heritage Resources Act (No. 25 of 1999).

o KwaZulu-Natal Heritage Act (No. 10 of 1997).

e National Forest Act (No. 84 of 1998).

4.3 Approvals
The project requires an Integrated Water Use License (IWUL) from the Department of Water and
Sanitation (DWS) for watercourse alteration and infilling. Section 21 of the National Water Act
(Act No. 36 of 1998) (NWA) lists water uses which can only be legitimately undertaken through
the water use authorisation issued by DWS. The following Section 21 water uses are applicable to
the project:
c) Impeding or diverting the flow of water in a watercourse.

i)  Altering the bed, banks, course or characteristics of a watercourse.

(f) Discharging waste or water containing waste into a water resource through a pipe,

canal, sewer, sea outfall or other conduit.

In addition, the removal of stone artefacts from site will require a permit from Amafa aKwaZulu-
Natali (Amafa), the provincial authority for heritage resources in KwaZulu-Natal. This permit is
required in terms of National Heritage Resources Act, 1999 (Act No. 25 of 1999) (NHRA) and the
KwaZulu-Natal Heritage Act, 1997 (Act No. 4 of 2008).
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4.4 Environmental Awareness and Compliance
The philosophy adopted in this EMPr is derived from the principles of the NEMA which states that
development must be socially, economically and environmentally sustainable. Sustainable
development requires that:
e The disturbance of ecosystems and loss of biodiversity are avoided (minimised or
remedied).
e Pollution and degradation of the environment are avoided or minimised and remedied.
e Waste is avoided or minimised and re-used or re-cycled where possible and otherwise
disposed of in a responsible manner.
e Arrisk averse and cautious approach is applied.
e Negative impacts on the environment and on people’s environmental rights be
anticipated and prevented, and where they cannot altogether be prevented, are

minimised and remedied.

NEMA makes provision that anyone who causes pollution or degradation of the environment is
responsible for preventing impacts occurring, continuing or recurring and for the costs of repair

of the environment.

4.5 Proposed Mechanisms for Monitoring Compliance
Appropriate monitoring and review of the EMPr is required to ensure effective implementation of
the EMPr and to identify and implement corrective measures in a timely manner.

e Investec is to appoint an independent ECO to undertake audits on a regular basis during
the construction phase, at predetermined intervals deemed necessary by the ECO and
Project Manager (PM) (weekly basis recommended during periods of construction activity
on site; monthly basis in periods of no activity). Should the EA stipulate the frequency of
ECO visits and submission of reports, these requirements must be adhered to.

e In the event where discrepancies are identified during site visits, the problem must be
investigated and attended to. All the results obtained during environmental monitoring
must be documented for audit purposes.

e The EMPr will be an item of the monthly site meetings, and the ECO must attend these
meetings in order to provide input with respect to compliance with the EMPr and the
implementation of corrective measures.

e A monthly audit report is to be compiled following site visits, and submitted to the site
manager, relevant members of the project team and the DEDTEA Compliance Officer.

e The letter of appointment and terms of reference for the Contractors’ SHE Officer and
Fire Officer must be given to the ECO.

e The ECO must consult with the Project Engineer (PE) and PM regarding instructions

pertaining to contravention, corrective actions, and penalties or working methods.
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Except in an emergency situation, where instructions may be given directly to the
Contractor’s employees and sub-contractors, all formal instructions given by the ECO
shall go through the PM.

e EMPr training will be required for both management staff and contractors (English and
Zulu training recommended).

e It is noted that, for the purposes of this project, the construction phase will be deemed
to include initial rehabilitation measures, as stipulated in Section 8.3 of this EMPr.

e Upon completion of construction and rehabilitation, it is recommended that a close-out
audit report be compiled which summarises EMPr compliance during construction and
stipulates final measures to ensure minimal environmental impact. The close-out report
is to be submitted to the project team and the DEDTEA Compliance Officer.

e No compliance monitoring is deemed necessary for the operational phase, but it is
recommended that annual environmental performance audits are undertaken by an
independent EAP for the life of the project as a best practice measure. This will be part

of the Estate Owners Association responsibilities.

Note - The above monitoring and reporting actions apply to all Environmental Specifications

for the Construction Phase of the project.

4.6 Complaints Register and Environmental Incident Book
The Contractor must record any complaints received from the community in a complaints register
kept on-site. The lodged complaint must be brought to the attention of the PM who will respond
accordingly. An investigation must ensue and a response to the complainant must be provided
within seven working days. The following information must be recorded:

e Time, date and nature of the complaint

e Response and investigation undertaken

e Actions taken and by whom

All environmental incidents occurring on the site will be recorded by the contractor and
submitted to the PM and copied to the ECO. The PM or PE, in conjunction with the ECO, will
identify and authorise remediation action where necessary. The following information will be
documented:

e Time, date, location and nature of the incident.

e Actions taken and by whom.

e Close out actions.

4.7 Non-Compliance with the EMPr
Difficulties may be encountered with carrying out mitigation measures that could result in future

non-compliance. Penalties for non-compliance need to be agreed in writing with the Contractor
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on appointment. The Contractor must make every effort to motivate staff members to comply
with the EMPr, and enforce non-compliance penalties. It is the Contractor’s responsibility to
rectify all non-compliances. Should rectification not be undertaken to the satisfaction of the
ECO, it will be the responsibility of Investec to issue penalties to the Contractor. Failure to

comply with the stipulations above will be considered a breach of the contract by the contractor.

4.8 Contractual Obligation

In order to ensure that the EMPr is enforced and implemented, this document must be given legal
standing. This will be achieved through incorporating the EMPr as an addendum to the contract
documents as conditions of the contract that must be met. This will ensure that the obligations
are clearly communicated to Contractors and that submitted tenders have taken into account,
and budgeted for, the environmental requirements specified in the EMPr. The successful tender
ultimately becomes the signed contract, thereby ensuring that the included EMPr becomes a legal
agreement between the Developer and the appointed Contractor. A copy of the EMPr, signed by
both the Developer and the Contractor, must be kept on site, with any approved amendments
thereof. In the case where completed stands are sold, the EMPr will form part of the sale
agreement and is therefore passed on to the new owner, who will be responsible for the

implementation thereof.

4.9 Amendments to the EMPr

Amendments to the EMPr may be required as the project proceeds. Any proposed amendments to
the EMPr will be confirmed with the PM and ECO prior to being issued as a formal amendment to
the DEDTEA Compliance and Enforcement Sub-Directorate. Copies of the approval amendments
will be issued to the PM, PE, Contractor and ECO.
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5 ROLES AND RESPONSIBILITIES WITH REGARD TO ENVIRONMENTAL
MANAGEMENT

The Contractor and/or its agents will be responsible for environmental management on site
during the construction period. Key roles and responsibilities of each party are outlined in more
detail in the sections below. It is important to note that, while parties are assigned various
environmental roles and responsibilities, parties are severally and jointly responsible to ensure

compliance with all environmental legislation and best practice.

5.1 Roles and Responsibilities of the Project Manager (PM)

e Arepresentative of Investec (i.e. SiVest) will act as the Project Manager (PM).

e Ensure adherence to all laws and standards relevant to the project.

e Appoint appropriately qualified Contractors to co-ordinate, supervise and expedite the
different tasks.

e Ensure that the Contractor/s has a copy of the EMPr and all agreed Method Statements
(must be included in all contractual documentation and in the Environmental File on
site). All parties involved in the construction of the facility are to be made aware of, and
be familiar with the EMPr and mitigation measures contained therein.

e Ensure that the contractor has reflected and provided sufficient resources (cost, and
personnel) for implementation of the EMPr requirements.

e Ensure implementation of all aspects and specifications of the EMPr and approved Method
Statements.

e Designate and manage the working areas as per approved construction site layout,
including sensitive environments.

e Notify surrounding tenants or land owners in advance of any potentially disturbing
activities outside normal operations or working hours.

e Maintain an environmental register to record environmental incidents involving
Contractor employees and/or the public.

e Report and record all accidents and incidents resulting in injury or death or significant
environmental liability immediately to the Health and Safety Office and PE.

e Record all public complaints received and immediately inform the PE and ECO thereof.

e Report progress towards implementation of and non-conformances with the latest EMPr
version and approved Method Statements at site meetings with the PE and ECO.

e Ensure that suitable records are kept of all compliance status/feedback reports, incident
reports and complaints register and that these documents are available for auditing by
the PM or ECO at all times.

e Communicate to the Contractor employees and Sub-contractors, verbally and in writing,
the advice of the ECO and the content of the ECO reports.
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5.2

Take action to address all EMPr, Method Statement and/or environmental legislation non-
compliances.

Issue fines, penalties or *work suspend’ orders for contravention of the EMPr and give
instructions regarding corrective action to the Contractor.

Suspend part or all of the works if the contractor and/or any sub-Contractor, suppliers,
etc. fail to comply with both the EMPr and establishment procedures supplied (which are

to be agreed upon between the contractor and PM prior to construction).

Roles and Responsibilities of the Project Engineer (PE)
A representative / appointee of Investec will act as the Project Engineer (PE).
Ensure that all designs incorporate the required environmental provisions as discussed in
the EMPr.
Ensure that the EMPr specifications are included in all tender documents issued to
prospective engineering consultants/contractors for the development works and activities
on site.
Review and where necessary, revise the ‘incident and associated penalty values list’ and
include the list in the tender document.
Ensure that the EMPr is fully implemented and remains so, and when necessary is revised
and updated.
Ensure that the Contractor develops and provides all required Method Statements.
Review the Method Statements, with the assistance from the ECO, to confirm their
conformance with EMPr as well as with reasonable practicality and financial feasibility
and provide relevant feedback to the Contractor. Approve acceptable Method Statements
and inform the ECO of such approval. Keep record of all Method Statements and the
associated review and approval status.
Review and approve drawings produced by the Contractor in connection with, e.g.
construction site layout, access/haul roads, construction stormwater management plan,
etc.
Establish and maintain proactive communications with the PM, Contractor and ECO.
Undertake periodic audits, site visits and inspections to ensure that the environmental
requirements are implemented.
Review and comment on environmental compliance assessments and/or reports. Review
the Complaints Register.
Report any significant environmental incidents or impacts to the relevant environmental
authorities.
Instruct the Contractor on the requirements and procedures in terms of environmental
non-compliance ‘near misses’, incidents and public complaints recording, investigation
and reporting.

The PE, in consultation with the ECO, may order work to be stopped in the event of
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significant infringements of the Project Environmental Specifications until the situation is
rectified in compliance with the specifications. In this event, the Contractor shall not be

entitled to claim for delays or incurred expenses.

5.3 Roles and Responsibilities of the Contractors and Sub-Contractors

e Review management actions stipulated in the EMPr and ensure that financial and
resource provisions are made. Provide for full compliance with the EMPr and all its
relevant specifications in the submitted Tender. Provide Investec with written
confirmation of intent to comply with the EMPr.

e Notify the PE and ECO of the anticipated programme of works and fully disclose all
details of activities involved (includes off-site activities associated with the project).

e Prepare all the required / agreed Method Statements for submission to the PE and ECO.

e Study all relevant EMPr sections, specifications and approved Method Statements
carefully and gain a full understanding of the implications thereof.

e Provide appropriate training on the latest version of the EMPr and all approved Method
Statements to all employees and sub-contractors and keep record of such training (e.g.
keep record of the date of training, version of the EMPr the training was for, the
employee/sub-contractor trained).

e Ensure that weekly tool box talks are conducted to employees on site for the duration of
construction.

e Ensure that the EMPr environmental specifications and all approved Method Statements
are effectively implemented. Ensure that all employees and sub-contractors employed
comply with the requirements and provisions of the EMPr at all times.

e Record and report any environmental incidents, impacts or complaints to the PE/PM and
ECO.

e Report progress towards implementation of and non-conformances with the relevant
sections of the latest EMPr version and approved Method Statements to the PM.

e Notify the PM of any and all ‘near misses’, incidents, accidents and transgressions on site
with respect to environmental management and non-compliance with the latest EMPr
version and approved Method Statements and seek advice from the PM for required

corrective actions and/or site remediation.

5.4 Roles and Responsibilities of the ECO

e Check that all relevant parties are in possession of an up-to-date EMPr.

e The appointed ECO shall conduct a pre-construction site inspection to identify all
sensitive environments, habitats, and No-Go areas. The ECO shall prepare a pre-
construction audit report, which will include a photographic record of the site and will
report on the key features of the site. The photographic record of the site serves as a

measuring staff against which rehabilitation will be measured later.
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e Conduct an environmental awareness training programme for all key personnel which will
be working on site, covering the environmental requirements of the project and the
conditions contained in the EMPr. A register must be signed confirming that attendees
understand the requirements of the EMPr, and that they will undertake to comply with
the conditions therein.

e Provide support and advice to the contractor and all subcontractors in the
implementation of environmental management procedures and corrective actions (where
possible).

e Review and comment on all Method Statements relevant to environmental management
and make recommendations to the PE on whether or not to accept the Method Statement
and/or any amendments or revisions required.

e Undertake site inspections and liaison with the PE and/or Contractor (meetings) to
monitor, audit and verify that all works comply with environmental legislation and the
EMPr compliance; that environmental impacts are kept to a minimum; and ascertain the
level of such compliance and impact minimisation. The first audit must be undertaken no
later than one month after construction commences.

e Prepare monitoring/audit reports which reflect the EMPr compliance status, findings,
issues and recommended actions for addressing non-compliances and submit these to the
project team.

e Keep record of site photographs, EMPr implementation, monitoring and audits.

e Review environmental ‘near miss’ reports, incident reports and complaints register and
recommend corrective actions.

e Report any serious environmental incidents or environmental impacts immediately to the
PM and PE.

e Advise the PM on the removal of person(s) and/or equipment not complying with the
specifications. Make recommendations to the PE and PM on the issuing of fines for
transgressions of site rules and penalties for contravention.

e Undertake a post construction audit within one month after the Contractor has moved off
site. This is to ensure that the Contractor has met all his environmental obligations in
terms of the EMPr.
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6 ENVIRONMENTAL SPECIFICATIONS

6.1 Planning and Design Phase
The following section details the minimum range of constraints, controls, procedures and
standards that are required during the planning and design phase of the Avoca South Industrial
and Business Estate. The key activities undertaken during this phase involve:
e Additional specialist studies and/or investigations (as required).
e Final planning and design of the Avoca South Industrial and Business Estate.
e Development of a set of site management master plans, e.g. for stormwater, water
supply, facilities, waste, remediation, management of no-go areas, rehabilitation etc.
e Tendering, adjudication and induction of Contractor/s.
e Addressing certain environmental requirements, concerns, roles and responsibilities in
preparation for the construction phase; e.g. through contract negotiation.

e Develop and implement an environmental awareness programme.

6.2 Project Layout and Access Plan

Determine the site for the construction camp in collaboration with the PM and ECO before the

moving onto site, such that it is effectively isolated from the surrounding environment and takes

into consideration:
e The need to be more than 50 meters away from a water body in a position that will
facilitate the prevention of storm water runoff from the site from entering a water body.
e The need to be more than 50 meters away from no-go areas specified by the ECO. (This
includes the water course and wetlands located on the north-western boundary of the
site, along the R102)

o The risk of public nuisance through, for example, noise generation, visual intrusion, light
pollution or disruption to access. The construction camp must therefore be well
positioned, close to access but not intrusive to adjacent residential areas (i.e. at least
100m away) and at least 100m away from the edge of the nearest watercourse to prevent
any pollution to the watercourse.

e Security implications and the need to fence off the construction camp and the entire

project site (as soon as practically possible / feasible).

A project layout and access plan must be developed to show the intended use of the construction
area. The plan must clearly indicate and/or describe the location and details of the following,
including the method of establishment:

e Areas and routes to be reworked, including the size (dimensions) of the stripped areas.

e The construction camp site and rest areas to be used during construction.

e All Contractor’s buildings, and/or offices.

e Temporary on-site waste disposal areas to be used during construction.
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e Designated areas for on-site storage of construction materials.

e Vehicle and plant storage areas, including wash areas.

e  Workshops.

e Fuel storage areas (including filling and dispensing from storage tanks).

e Designated area of Hazardous chemical substances.

e Designated flammable goods store.

e Cement/concrete batching areas (including the methods employed for the mixing of
concrete and particularly the containment of runoff water from such areas and the
method of transportation of concrete).

e Other infrastructure required for the running of the project.

e Designated areas for portable latrines (beyond 100m from watercourses or wetlands).

e Sources for water provision on site.

e Areas designated for power supply during construction.

e Existing roads and tracks to be used as transportation routes, and routes to gain access to
construction areas.

e The footprint area of construction.

e Designated no-go areas.

The layout plan must be provided to the ECO for review prior to approval by the PE and prior to
the commencement of construction activities on site. The ECO should be consulted when the

Contractor is unsure of the placement of any of the items listed above.

6.3 Method Statements
The contractors / sub-contractors must prepare Method Statements detailing how each of the
following issues will be managed. The Method Statements must be submitted to the PE, PM and

ECO for review and approval / revision.

6.3.1 Road Upgrades and Traffic Control
e A number of road improvements are required, as specified in the Traffic Impact
Assessment included as Appendix K3 of the EIA. The method statement for road
upgrades and traffic control must specify procedures for implementing required
upgrades, including specifications of traffic and access control, working hours, phasing of

upgrades, and timeframes for completion of road works.

6.3.2 Waste Management and Pollution Control
e Expected solid waste types, quantities, methods and frequency of collection and
disposal.
e Details of any hazardous substances/materials to be used, together with the transport,

storage, handling and disposal procedures for the substances.
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6.3.3

6.3.4

Methods of minimising, controlling, collecting and disposing of contaminated water.
Procedures for minimisation of waste (general, construction and hazardous).
Procedures for collection, storage, transport and disposal of solid and liquid waste.

Details of any service provider(s) appointed to manage this task.

Stormwater and Erosion Control

The Lot owners Association or similar body must establish a design review panel to
inspect and review all Architectural plans for compliance with the relevant Architectural
codes. All owners/developers are to submit detailed stormwater plans with their
Architectural plan submissions. These must include for a Site Specific Stormwater
Management Plan (in report format with accompanying sketch details, layouts and
calculations). These plans will be reviewed for compliance with the SiVEST Stormwater
Management Plan (Appendix K2) (or future revisions thereof) and its requirements for
design and implementation of the stormwater control measures.

All Site Specific Stormwater Management Plans must have details regarding both the
“during construction” management of storm water on site in addition to the “permanent
control measures”. All specifications must be noted in detail and sketch form. The
guidelines as set out in the eThekwini Design Manual: Guidelines and Policy for the
Design of Stormwater Drainage Systems must be adhered to.

The implementation and the on-going management of these controls will be monitored by
the Lot Owners Association and or Local Authority. Penalties will be incurred where these
have not been implemented according to the detailed plans issued by the relevant
engineers and approved by the Lot owners Association and/or Local Authority.

Specify details of any service provider(s) appointed to manage this task. The designated
responsible person on site, as indicated in the Stormwater Management Plans (usually the
contractor) shall ensure that no construction work takes place before the Stormwater
Control measures are in place.

Site-specific stormwater management plans shall consider the need for stormwater
quality control and are required to provide sand, oil and grease traps. The onus rests on
the developer of each site to assess the planned operations and allow for any water

quality controls that may be required.

Protection of Fauna and Flora

Procedure for identifying protected plants and trees. Any protected plants or trees in
proximity to the construction footprint that will remain or be relocated, must be marked
clearly and must not be disturbed, defaced, destroyed or removed, unless otherwise
specified by Investec and the ECO, in consultation with the Department of Forestry and
Fisheries (DAFF) and Ezemvelo KZN Wildlife, with the required permits in place.

Procedure for clearing of vegetation ensuring minimal damage to indigenous fauna and
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flora.

Procedure for alien vegetation removal and control, to be implemented throughout the
construction phase, in line with the Rehabilitation and Conservation Management Plan
(Themtek, 2015).

6.3.5 Protection of Wetlands and Watercourses

e Procedures for activities within the wetlands and riparian zones and methodology for
reducing impacts and preventing any surface / groundwater contamination, stream flow
reduction, habitat or biodiversity loss.

e Identification of no-go areas, including wetland / watercourse areas identified for
protection and rehabilitation.

e Procedures for implementing the rehabilitation of wetlands and the watercourses on site,
in line with the Conceptual Wetland Rehabilitation Plan (Eco-Pulse, 2015).

6.3.6 Existing Services and Infrastructure

e Procedure for identifying and managing existing services and infrastructure (e.g. roads,
pipelines, power lines and telephone services) which may become damaged during
construction activities.

e The method statement must comply with the recommendations of the Major Hazard
Installation Risk Assessment for the Transnet gas pipeline, included in Appendix K5 of
the EIA Report.

e Provide a drawing of all known services (both above and below ground), to be updated as
construction services (either temporary or permanent) are added. All services will also be
required to be proved by excavating pilot trenches under supervision of relevant
authorities prior to construction of works to ensure no underground services are
damaged.

e Conform to requirements of relevant service providers (e.g. Telkom, Transnet, Eskom,
water, sewerage, roads) when working within servitudes of existing services.

e Ensure that existing services are not damaged or disrupted unless required by the
contract and with the permission of the PM and the relevant service providers.

e Immediately notify service providers of disturbance to services. Rectify disturbance to
services, in consultation with service providers. Maintain a record of all disturbances and
remedial actions on site.

e Notify landowners of any disruptions to essential services. The repair and reinstatement
of any infrastructure that is damaged or services that are interrupted during construction
will be done at the Contractor’s expense and shall receive top priority over all other
activities.

6.3.7 Emergency Procedures
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e Spill Contingency and Emergency Response Plan: Provide details regarding all relevant
emergency procedures that will be implemented for fire control and accidental leaks and
spillages of hazardous substances (including fuel and oil).

e Detail the risk reduction measures to be implemented including firefighting equipment,

fire prevention procedures and spill kits.

6.3.8 Detailed Onsite Wetland Rehabilitation and Mitigation Plan

e A Conceptual Rehabilitation and Mitigation Plan has been compiled by Eco-Pulse, 2015
which is based on a broad, overarching objective to rehabilitate the onsite wetland areas
within the property with the aim of enhancing and maximising the key ecosystem
services.

e The onsite wetlands are highly transformed and the approach adopted in the Conceptual
Wetland Rehabilitation Plan (Eco-Pulse, 2015) is to set rehabilitation objectives in line
with a desirable alterative state (referred to as ‘desired state’) rather than the
ecological reference (natural / pristine) state. The desired state of the remaining
wetland and riparian systems must be clearly defined to ensure that the rehabilitation
objectives align with the broader water resource, ecosystem conservation and

biodiversity conservation imperatives
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7 CONSTRUCTION PHASE

The regulation of construction activities and the general conduct of the workforce is an essential component of this EMPr and must be carried out
by the PM with the input of the ECO.

7.1 Traffic Impacts
Objectives:
e To limit vehicle congestion difficulties minimising the likelihood of traffic related incidences.

Potential Construction Phase Issues and Management Actions:

e Increased traffic volumes and congestion in the surrounding road network.

e Increase in heavy vehicles on the road network, transporting construction materials, excess excavated soils, waste and equipment.

Traffic - Management Actions Implementation

Traffic Calming / Management:

1. Erect traffic warning signage indicating construction works ahead on strategic locations along the site access road(s), clearly

observable to all road users by day and night. Warning signs must comply with the applicable municipal, provincial or SANRAL

specifications. This is applicable to roads used by construction vehicles in a 30 m radius of the site boundary.

Construction vehicles must not access the site via residential roads.

3. All temporary or permanent traffic calming measures, if required, must be erected according to the appropriate municipal, provincial
or SANRAL specifications governing road works.

4. The transport of machinery or materials onto the site must where possible be done at off peak hours, i.e. from 9:00 to 15:00, so as to Responsible Person:

N

prevent unnecessary interruption of traffic flow and access along roads within the project vicinity. PM and Contractor
5. Construction activities and storage facilities must not obstruct roads or traffic flow.
6. Construction vehicles must keep to the speed limits on public roads. Timeframe: Ongoing

7. All material or equipment transported on public roads must be appropriately secured on the vehicle and where necessary covered, to
prevent any load falling off or spilling onto public roads.
8. Be responsible for any clean-up resulting from the failure by staff or supplier to properly secure materials to be transported.

Road Upgrades:
Implement required road and intersection upgrades as agreed with the eThekwini Municipality, and as per recommendations of the Traffic

Impact Assessment (Appendix K3 of the EIA).
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7.2 Safety Impacts

Objectives:
e To ensure pedestrian and motorist safety therefore minimising the likelihood of traffic related incidences.
e To limit criminal activities and improving safety of local residence.

Potential Construction Phase Issues and Management Actions:

o Safety risks to pedestrians and motorists as a result of movement of construction and earth-moving vehicles on nearby road networks.
e Increased crime associated the construction phase.

e Safety risks to construction workers on site as a result of poor training, poorly maintained machinery or human error.

Safety - Management Actions Implementation

On-site security:
1. Safety precautions must be taken to ensure that residents in the area do not come to harm. The construction site shall be off limits to

the general public at all times during the construction period and during site clean-up.

2. Installation of a secure boundary fence at the start of the project. Investec to ensure the security of the fencing and to implement
measures to minimise any security breaches which may impact on neighbouring residential properties.

3. The site must have strict access control during the day and no access at night (i.e. locked gates) to prevent loitering from taking place
on the site. It is recommended that security personnel are present on site at night to prevent theft of construction equipment / | Responsible Person:

materials. PM and Contractor
4. Do not leave large trucks and other heavy-duty machinery unattended outside the Contractor’s site camp or designated parking area.
5. Where practical, labour must be sourced from local areas to prevent potential crime activities from unemployed job seekers. Timeframe: Ongoing
6. A formal procedure for complaints must be set up and the neighbouring communities must be informed about it.

Construction safety:

7. Clearly demarcate construction areas, trenches and other potential construction-related danger areas with barricading mesh and/or
appropriate fencing. Do not use hazard tape as it contributes to littering.

8. All staff must comply with the relevant safety regulations on site and wear appropriate safety clothing and gear at all times while on
site.

9. All staff must be trained and ensure that all equipment is maintained.
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7.3 Visual and Aesthetic Impacts
Objectives:

To prevent any visual intrusion caused by construction activities.

Potential Construction Phase Issues and Management Actions:

Visual intrusion through sources such as untidy work site, careless storing of construction materials, ineffective waste management, etc.

Visual and aesthetic impact of construction of large scale industrial warehouses in close proximity to residential suburbs.

Visual and Aesthetic - Management Actions

Implementation

Visual screening of construction activities:

1.
2.

3.

Indigenous vegetation, where possible, must be retained on the site during construction.

Install a 30% shade cloth (green colour recommended) along the perimeter fence of the site where necessary to create a visual
screen, in consultation with the ECO.

Ensure implementation of good housekeeping practices on site, including waste management, neat storage of construction materials
and equipment, and dust control.

Aesthetic design:

4. Implement the landscaping plan prepared for the development (INDIflora cc) including planting of trees on platform edges and open
spaces as an additional visual screening.

5. Plant indigenous trees and shrubs at same level as buildings to screen buildings/soften visual impact - trees to grow to height of at
least 11m and shrubs that grow 2m tall. The planting of vegetation should start during the construction phase if possible to reduce the
period during which buildings will be unscreened.

6. Use building materials and natural colours in the design of facilities and buildings, in order to minimise visual impact.

7. External surfaces and roofing of the warehouses and building should be matte to increase the interplay of light and shade in order to
reduce the amount of glare exposed to surrounding viewers from reflective surfaces.

8. Where required, use shade cloth carports to minimise vehicle glare.

9. Aesthetically attractive perimeter fencing (not concrete palisade).

10. External signage to be kept to a minimum and where possible attached to existing buildings to avoid free-standing signs in the
landscape.

Lighting:

11. Night lighting of the construction sites must be of the minimum required to provide for safety and efficiency. All lights to be installed
must be full cut-off light fixtures, which shield bulbs and angle light down onto the ground and prevent light from shining away from
the work area.

12. Lighting installed for the purposes of the operational phase must be orientated down to the ground to prevent light pollution, and
bulbs must be shielded.

13. The lighting design shall consider measures that ensure that the lighting installation is resistant to vandalism and can be readily

maintained throughout its intended life.

Responsible Person:
PM and Contractor

Timeframe: Ongoing

12-634 13 September 2015

Page 25




Investec Property (Pty) Ltd

Avoca South Industrial and Business Estate EMPr

7.4 Noise
Objectives:

e To minimise the noise generated by construction activities.

Potential Construction Phase Issues and Management Actions:

o Noise generated from a variety of construction related sources can result in nuisance to nearby residents and sensitive receptors.

Noise - Management Actions

Implementation

Noise generated by construction activities:

1.

9.

10.

Keep noise level within acceptable limits in compliance with all relevant guidelines, regulations and the eThekwini Municipal Noise By-
Laws. Keep a record of any complaints lodged by members of the public or employees of the contractor. Should any complaints be
received, the PM and ECO must be notified and the issue investigated.

Establish actions that should be undertaken following a reported non-compliance with eThekwini Municipal Noise By-Laws.

Construction activities must be limited to weekdays (Monday - Friday) during working hours (7:00am - 5pm), and Saturday mornings
(7:00am - 2pm), wherever possible.

Good work practice instructions that consider minimising noise whilst working must be promoted.

On-site access roads must be maintained and kept free of potholes, ruts and bumps in order to reduce vehicle rattle and body slap.
Large generators and other noisy equipment to be situated, where possible, within an enclosure for noise screening (e.g. purpose built
shed, building or localised noise screening), and to be properly maintained at all times. Small portable generators need not be situated
within enclosures.

All noise generating equipment and vehicles must be maintained to a good state of repair at all times with particular attention paid to
lubrication of moving parts and bearings, integrity of silencers and acoustic covers.

All servicing of vehicles to be undertaken at on off-site workshop. In the case of a breakdown only such work that prevents
environmental or human safety issues shall be allowed. As soon as the vehicle is rendered safe it is to be removed to the offsite
workshop.

Design on site access roads and the location of material storage areas so that reversing of construction vehicles is limited and therefore
reverse sirens are limited.

Reverse hooters of heavy earthmoving vehicles must be set at recommended levels to comply with safety requirements.

Design of buildings for noise screening:

11.

12.
13.

Commence with the re-vegetation of open spaces as soon as possible in the construction phase to reduce the time period for which the
site will be unscreened for both noise and visual pollution.

Where possible, design layout of buildings to act as noise screens with openings/ access facing away from receptors.

Design layout of windows to act as noise screens, and ensure that doors are kept closed when undertaking noisy construction activities
within buildings wherever possible.

Responsible Person:
PM and Contractor

Timeframe: Ongoing
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7.5 Air Quality

Objectives:
e To minimise the release of vehicular emissions and dust from the site during construction.
e To minimise disturbance to nearby sensitive receptors.

Potential Construction Phase Issues and Management Actions:

e Generation of dust and vehicle emissions due to construction activities resulting in nuisance factor to sensitive receptors.

Air Quality - Management Actions Implementation

Dust Control:

1. Take preventative measures to minimise complaints regarding dust nuisances (e.g. screening, dust control, timing of vegetation
clearing and earth-moving activities).

2. No erodible materials may be excavated, handled or transported under high wind conditions.

3. Dust suppression measures or temporary stabilising mechanisms must be used when dust generation is unavoidable (e.g. dampening
with water, chemical soil binders, straw, brush packs, chipping), particularly during prolonged periods of dry weather. Dust suppression
to be undertaken for all bare areas, including, but not limited to construction servitude, access roads, borrow pits, construction camp,
etc. Responsible Person:

4. Spraying of working/ exposed areas with water at an application rate that will not result in soil erosion. This must be done during PM and Contractor
windy conditions and during times where there is excessive dust. Frequency of spraying must be discussed with the PM.

5. A dedicated source of water for dust suppression purposes must be determined during site establishment, and must not be extracted | Timeframe: Ongoing

from the river or groundwater sources without prior approval from the Department of Water and Sanitation. and Immediately in
6. Seed longstanding topsoil stockpiles and exposed areas of the site that are not part of the marked footprint for the platforms. hot and windy
7. Soil stockpiles must be wetted and/or sheltered from the wind. conditions

Vehicular Emissions:

8. No construction vehicles or trucks will be permitted to travel within residential roads.
9. Speed limits to be strictly adhered to.

10. Vehicles to be well maintained to reduce emissions.

Smoke:
11. No fires will be permitted on site.

Corobrik Factory:
12. Restrict quarrying area to 0.5 ha at any one time.
13. Rehabilitate worked-out areas which will involve:
e  Resculpturing of slopes.
e  Backfilling of worked-out sections.
e Profiling of exposed surfaces.
e  Topsoiling .
e Revegetating.
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Air Quality - Management Actions

Implementation

14.
15.

16.

17.
18.

Revegetate all exposed areas at the quarry to reduce dust pollution.

Frequently spray water on exposed areas and haul roads on site to suppress the dust. Water used for this purpose must be used in
quantities that will not result in the generation of run-off.

Adhere to speed limits in all areas, and reduced if necessary, in order to limit the levels of dust pollution (as well as road safety
aspects).

Vehicles used on, or entering, the quarry site must be serviced regularly to ensure that they do not emit smoke or fumes.

Check all quarrying equipment on a daily basis during the quarrying period to ensure that these are in proper working order in order to
minimise emissions.

7.6 Chemical Storage and Spill Prevention

Objectives:

e To prevent contamination of the surface and groundwater on and around the site as a result of construction activities.

Potential Construction Phase Issues and Management Actions:

e Localised release of contaminants due to spills or leaks on site and subsequent contamination of soil, surface and groundwater.

e |nadvertent contamination of soil, surface and / or groundwater resulting from temporary storage of contaminated soils, wastes or

hazardous materials.

Chemical Storage and Spill Prevention - Management Actions

Implementation

Storage, handling and disposal of potential contaminants:

1.

ok w

If potentially hazardous substances are to be stored on site, provide a Method Statement detailing the substances/materials to be
used together with the procedures for the storage, handling and disposal of the materials in a manner which will reduce the risk of
pollution that may occur from day to day storage, handling, use and/or from accidental release of any hazardous substances used.
Adhere to all requirements of the Occupational Health and Safety Act and associated Regulations and any amendments thereto that
are relevant for management of hazardous substances.
Spill response equipment must be accessible on site.
Suitable spill containment must be provided for transfer points outside of bunded areas.
Ensure that there is always a supply of absorbent material readily available to absorb/break down any hydrocarbon spillage. The
quantity of such materials shall be able to handle a minimum of 200 litres of hydrocarbon liquid spill. This material must be approved
by the PM prior to any refuelling or maintenance activities.
A Spill Prevention and Management Plan must be drawn up in the form of a Method Statement (responsibility of the Contractor) and
must include the following actions that need to be taken into account in the event of a spill:

a. Stop the source of the spill.

b. Contain the spill.

c. All spills must be reported to the Department of Water and Sanitation (Water Quality) and other relevant authorities and the

appropriate mitigation measures must be employed.
d. Clean up spillages immediately and ensure that contaminants are properly drained and disposed of using proper

Responsible Person:
PM and Contractor
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Chemical Storage and Spill Prevention - Management Actions

Implementation

solid/hazardous waste facilities (not to be disposed of within the natural environment). Any contaminated soil from the
construction site must be removed and disposed of as hazardous waste within one week to the satisfaction of the ECO.

e. Determine if there is any soil, groundwater or other environmental impact.

f. If necessary, remedial action must be taken in consultation with the Department of Water and Sanitation.

g. Any pollution spills must be documented, reported to the ECO and recorded in the Environmental Incident Book by the RE.

Timeframe: Ongoing
and Immediately in the
case of a spill or
pollution incident

7. The following must documented and kept on site as part of the spill prevention and response procedures:
a. A chemical inventory that includes all hazardous chemicals their location on site and volumes.
b. Material and safety data sheets (MSDS). Procedures detailed in the MSDS must be followed in an emergency situation.
c. Standard operating procedures for storage and container handling.
8. Establish a routine inspection schedule for fuel, oil or chemical containers as well as pipelines, hoses, pumps and other fluid-transfer
equipment.
9. Obtain all necessary approvals regarding storage and dispensing, where fuel is to be stored on site, from the appropriate authorities.
10. All potentially hazardous raw and waste materials are to be handled by the Contractor’s trained staff and stored on site in
accordance with manufacturer’s instructions and legal requirements.
11. Provide appropriate training for the handling and use of such materials. This includes providing for any spills and pollution threats
that may occur. Appropriate personal protective equipment (PPE) must be worn by employees within the working areas or
construction camp at all times (the required PPE will depend on the type of work being undertaken and must be determined by the
PM, e.g. earplugs must be worn by workers handling noisy machinery).
12. Ensure that alien vegetation control and spraying with herbicides is undertaken by a trained and experienced qualified professional.
13. Safeguard hazardous substances from being stolen, vandalised, catching fire or spilling on open ground.
14. Any cement batching activities must occur outside of the delineated wetland boundaries using cement batching boards. Do not
dispose of cement products/wash into the wetlands/natural environment.
15. Provide suitable overnight facilities for vehicles, away from any areas of channelled flow.
16. Vehicles and machinery are to be well maintained to ensure that they do not leak (oil, hydraulic fluids and diesel). All servicing must
be done at a workshop and not on site. If on site re-fuelling is required, machinery will be re-fuelled and serviced in an area with an
impermeable surface and that will contain any fuel/oil spilled. Drip trays or fuel sumps are to be placed under vehicles or machinery
that is parked overnight.
17. Chemical and Fuel Storage:
a. Storage of material, chemicals, fuels, etc. must not pose a risk to the surrounding environment and this includes surface and
groundwater. Such storage areas must be located outside the 1:100 year floodline of any watercourse and must be fenced to
prevent unauthorised access into the area.
b. The ECO should be consulted when establishing the location of the fuel and chemical stores.
c. All liquid fuels and oils to be stored in tanks with lids and kept firmly locked at all times. The design and construction of the
storage tanks must be in accordance with a recognised SANS code and as approved by the PM.
d. Situate the tanks in a locked, roofed and bunded area that has a volume of at least 110% of the volume stored. The floor of
the bunded area must be impermeable and the bunds must be without leaks. Weekly inspections must be undertaken to
detect any potential leaks.
e. Chemicals must be stored in labelled, closed containers within designated roofed areas, with sealed floors away from drains
or watercourses. Responsible Person:
f.  No smoking must be allowed within 50m of the chemical and fuel store. PM and Contractor
Areas for the storage of fuel and other flammable materials to comply with standard fire safety regulations. Provide
firefighting equipment at or close to the stores. Timeframe: Ongoing
12-634 13 September 2015 Page 29




Investec Property (Pty) Ltd Avoca South Industrial and Business Estate EMPr

Chemical Storage and Spill Prevention - Management Actions Implementation
h. Keep fuel and chemical stores under lock and key at all times. and Immediately in the
case of a spill or
Ablutions: pollution incident

18. The use of chemical/ temporal toilet facilities during the construction phase must be provided and must not cause any pollution to
any water resources as well as pose a health hazard. In addition, these toilets must be situated out of the 1: 100 year floodline of any
watercourse or wetland. The ECO must be consulted on the location of toilet facilities throughout the construction phase.

19. No pit latrines, french drain systems or soak away systems must be allowed.

20. All temporary / portable / mobile toilets must be secured to the ground.

Clean and dirty water separation:
21. Stormwater drainage must be kept separate from the waste water system.

Monitoring:
22. It is recommended that the uMhlangane River running along the northern boundary of the site be sampled on a quarterly basis

upstream of the site and at the down-stream area where it leaves the site.
23. Should any surface water quality issues be identified during the construction phase, it is recommended that ongoing groundwater
monitoring be initiated. Such a monitoring programme must be confirmed with the local Department of Water and Sanitation.

24. Waste Management:
See Section 10

7.7 Stormwater Management

Objectives:
e To manage any potentially contaminated stormwater or suspended solids from the site during the construction phase.
e To prevent pollution and erosion to the natural watercourses through retention of runoff.
e To reduce local flood risk.

Potential Construction Phase Issues and Management Actions:

e Inadvertent disturbance of soils due to inter alia movement by windblown dust, entrainment in stormwater run-off and subsequent erosion,
attachment to vehicles, inappropriate handling / management of soils.

e Release of turbid stormwater from earthworks and poor soil handling and storage.

e Off-site entrainment of sediment or contaminants due to generation of additional pathways through stormwater runoff.
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Stormwater - Management Actions

Implementation

Stormwater Management:

1. Compile site specific Stormwater Management Plans (as per Section 6.3.3 of this EMPr), in line with the specifications of the SiVEST
Stormwater Management Plan, included as Appendix K2 of the EIA Report.
2. The sands encountered on site are generally erodible and thus adequate controls to reduce stormwater run-off velocities and
potential erosion damage are to be implemented and kept in place throughout the construction phase and the contractor must
ensure that all control measures are continually maintained in good effective working order.
3. The contractor is to install all downslope sandbagging and other controls (i.e. silt fencing, strip sodding, earth deflection berms,
etc.) required before earthworks operations and building works are commenced.
4. All stormwater controls must be in accordance with the Site Specific Stormwater Management Plan approved by the relevant Lot
Owners Association Review Panel and the eThekwini Municipality. Where necessary and/or under instruction from Lot Owners Responsible Person:
Association or local authority, additional controls must be implemented immediately. PM and Contractor
5. Any external parking area, yard or other paved area should, where possible, be designed to attenuate stormwater run-off. The
overland flow routes must be protected from erosion and scour damage in the event of an excessive storm event. Timeframe: Ongoing,
6. Any construction, structure or area providing attenuation function should be designed to ensure that such disposal does not cause with checks to be
slope instability, or areas of concentrated saturation or inundation. As such no infiltration into the surrounding soil of bulk earthwork undertaken by
platforms is permissible. Contractor or PM
7. All areas that incur damage during rain storms are to be rehabilitated as soon as the area in question has dried out sufficiently to | immediately following
allow work to take place (within 24 hours). All remedial fill is to be adequately benched into the existing competent soil mass and rainfall events
compacted to 95% Mod AASHTO.
8. All stormwater temporarily channelled off the site must be directed in such a manner as not to cause damage to common /
neighbouring grounds and must have controls in place to trap any sediment from getting into the major stormwater system. Where
applicable, this can be achieved by forcing run-off through a succession of silt catches e.g. Silt fences.
9. The permanent stormwater control reticulation should be installed as early as possible in the construction phase. All precautions
must be taken to ensure sediment / run-off does not end up in common ground and neighbouring properties, the main reticulation
system or riverine areas.
10. It is essential that all completed embankments and large open areas are topsoiled and planted with vegetation as soon as practical on
completion. In this instance, the banks are to be shaped as required by the owner/developer and then handed over to the landscape
contractor to carry out the planting. It is recommended that a full coverage of sods staked to the relevant embankment is Responsible Person:
implemented. PM and Contractor
11. The contractor is to take note of vulnerable points after all precipitation events and reinforce the stormwater control measures in
these areas. Timeframe: Ongoing,
12. Stormwater must not be allowed to pond in close proximity to building foundations. with checks to be
13. At the end of each working day the access route onto the site must be protected by sandbagging, to prevent the flow of stormwater undertaken by
and silt onto or off the site. Contractor or PM
14. All owners/developers and contractors shall ensure that no materials, fluids or substances are allowed to enter the stormwater | immediately following
system that could have a detrimental effect on the environment. rainfall events
15. The Site Specific Stormwater Management Plans must be considered “live” documents and as conditions on site evolve, so to must
the control measures.
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7.8 Earthworks and Soil Handling

Objectives:
e To minimise soil erosion and sedimentation of natural habitat.
e To manage and control subsoil drainage.

Potential Construction Phase Issues and Management Actions:

e Siltation of the stormwater system and natural drainage system due to erosion and sedimentation impacts.
e Erosion and sedimentation impacts burying seedlings and plants.

e Soil erosion leading to a loss of nutrients, scouring of soil and loss of topsoil, as well as ground instability.
o Spilled hazardous substances transported in eroded soils polluting wetlands and watercourses.

e Subsoil saturation impacting on soil stability and groundwater seepage.

e Geological instability of platforms or embankments.

Earthworks and Soil Handling - Management Actions Implementation

Earthworks:

1. The large scale earthworks will need to be overseen by an experienced Geotechnical Professional. Particular discretion will be
required on those cut faces where the Vryheid Formation bedding dips out of the slope.

2. Prior to commencing earthworks, all of the Quaternary Dune Sand should be removed to stockpile. This material has undergone
extreme erosion in places and now has numerous voids reminiscent of small dolomite sinkholes, suggesting it to be dispersive.

3. Implement recommendations of the Geotechnical Investigation undertaken by Drennan Maud (Pty) Ltd (Appendix K4) of the EIA
Report) in terms of the requirements for cutting, filling, spoiling, bulking and drainage.

Materials Management:

4. Use a level area for the storage of construction materials and stockpiles.

5. Where temporary stockpiling of soil is necessary, standing time must be kept to a minimum. Stockpiled soil must be protected by
erosion-control berms if exposed for a period of greater than 14 days during the wet season.

6. Any stockpiling of gravel, cut, fill or any other material including spoil must be in areas approved by the ECO within the defined
working area.

7. Stockpiles (all materials, including soil stockpiles) must be positioned at least 50m away from any water body and away from steep

slopes, to prevent soil from eroding directly in natural drainage systems.

Rocks and debris are to be stockpiled separately within the immediate construction site, and used as fill where necessary.

9. All soil excavated during construction must be separated into top- and subsoil. Where possible subsoil must be used for backfilling
and topsoil for landscaping and rehabilitation of disturbed areas.

10. All accumulated and surplus excavated material must be disposed of in a suitable place and manner to prevent translocation of | Responsible Person:
invasive plant species, modification of drainage and contamination of surface water. PM and Contractor

o]
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Earthworks and Soil Handling - Management Actions Implementation

11. Clear areas from which the topsoil is to be removed of any foreign material which may come to form part of the topsoil during
removal including rubble, any waste material, litter, excess vegetation and any other material which could reduce the quality of the | Timeframe: Ongoing
topsoil.

12. Topsoil stockpiles will either be vegetated with indigenous grass / covered by a suitable fabric or other measure approved by the PM
and ECO to prevent erosion and invasion of weeds. If necessary, herbicides must be applied (by a qualified trained specialist) to
reduce the abundance of seeds of weeds present in the soil before the soil is spread and planted in rehabilitation. Consideration
should be given to regularly watering and turning stacks in order to promote frequent germination of the seeds of such species.

13. Stockpiled topsoil will not be compacted and shall not exceed 2 m in height.

Erosion Control:

14. Soil erosion measures listed below must be undertaken for the duration of the construction and post-construction (rehabilitation)
phases. Prior to commencement of construction, the PM, contractor and ECO must identify and mark areas sensitive to erosion and
requiring specific protection.

15. Construction within and in the nearby vicinity of all watercourses or wetlands must proceed mainly during the dry, winter months
where possible in order to minimize soil erosion linked to high runoff rates.

16. Exposed soils and open trenches must be protected with the appropriate erosion prevention measures (as per recommendations of
the ECO) during the wet season to reduce the risk of soil loss and resulting sedimentation of the watercourses.

17. Construction activities must be scheduled to minimise the duration of exposure to bare soils on site, especially on steep slopes.
Stripping and storing of topsoil should not be undertaken during high wind / rain days where possible, in order to minimise erosion by
wind or runoff.

18. Minimise erosion by reducing the flow velocity of stormwater within the camp and construction site using appropriate attenuation
measures.

19. The unnecessary removal of groundcover from slopes must be prevented, especially on steep slopes.

20. Silt fences and sandbags must be established across all preferential flow paths and bare slopes at regular intervals to reduce surface
runoff energy and capture sediment.

21. Erosion control measures to be implemented in areas sensitive to erosion such as near water supply points, edges of slopes etc. These
measures must include the use of sand bags, hessian sheets, retention or replacement of vegetation, as deemed appropriate by the
ECO (the most appropriate erosion control measures will be determined on a case by case basis).

22. A combination of berms, sandbags and silt fences must be established along the edge of all bare and exposed surfaces above the
wetland/riparian buffers.

23. The berms, sandbags and/or silt fences must be monitored for the duration of the construction phase and repaired immediately when
damaged. The berms, sandbags and silt fences must only be removed once vegetation cover has successfully re-colonised the
embankments.

24. Install sediment barriers (e.g.: silt fences/sandbags/hay bales) immediately downstream of active work areas as necessary to trap
any excessive sediments generated during construction.

25. After every rainfall event, the contractor must check the site for erosion damage and rehabilitate this damage immediately. Erosion
rills and gullies must be filled-in with appropriate material and silt fences or fascine work must be established along the gulley for
additional protection until grass has re-colonised the rehabilitated area.

26. Areas exposed to erosion due to construction should be vegetated with species naturally occurring in the area, in accordance with
recommendations of the Landscaping Plan prepared by Indiflora (Appendix K13 of the EIA Report).

27. Soil stockpiles and open trenches must be protected / stabilised in case of storm events to prevent excessive runoff from causing
collapse of trenches or erosion of soil stockpiles.
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Earthworks and Soil Handling - Management Actions Implementation
28. Silt fences (or similar) must be installed around the perimeter of the storage areas for excavated and fill materials or any sediment
bearing material. Responsible Person:
29. Sediment bearing material to be stored for a prolonged period of time to be covered to prevent wash-off of suspended solids. PM and Contractor
30. Where excavation or disturbance has occurred, structures must be installed to stabilise locally steepened slopes.
31. Topsoil removed must be stockpiled for rehabilitation work and maintained in a weed-free state and is not to be compacted. Timeframe: Ongoing

32. Soils that have been compacted must be loosened to an appropriate depth to allow seed germination to occur. Rip the area once | for life of construction
construction has been completed to reduce the bulk density of compacted areas.

33. Areas affected by construction related activities and/or susceptible to erosion must be monitored regularly for evidence of erosion.

34. Immediately fill any erosion gullies/channels created during construction to ensure silt does not drain into the wetland.

35. Re-instate disturbed/destroyed indigenous vegetation (grasses and indigenous trees) within two weeks of completion of the
construction phase, so as to stabilise erosion-prone areas.

Platform and Embankment Stability:

36. Future structures should be positioned no closer than 6m from the crest of fill embankments as downslope creep associated with
heave/shrinkage during wet/dry cycles will occur.

37. At the toe of slopes or where crossing drainage lines (depressions), rockfill foundations will be required if thick clays occur and the
fill cannot be founded into competent bedrock.

38. The inclusion of cut-off drainage at embankment crests and toes will be essential to prevent the fills from becoming seasonally
saturated. It will need to be ensured that the drains are of sufficient capacity and that they are maintained on a regular basis.

39. Where new platforms are constructed over drainage channels or even the pan shaped depressions within the spur faces, a herring-
bone subsoil drainage layout should be installed prior to construction as seasonal seepage is a certainty at these locations.

40. Where new road fill embankments are constructed, these must be founded either into bedrock or upon a suitably designed rock fill
foundation if and where bedrock is excessively deep.

41. At the onset of construction, more detailed geotechnical surveys should be carried out along the toes of proposed fill platform Responsible Person:
embankments and the centre lines of proposed road fill embankments, to determine the stability requirements thereof. PM and Contractor

42. Founding of structures will vary depending on a number of factors including the location in the area, the location on cut/fill
platforms and the type of structure proposed. As such, future detailed geotechnical investigations are required for each individual Timeframe: Ongoing
development once the details of the development are available.

7.9 Wetlands and Watercourses
Objectives:
e No adverse effects to the wetland / watercourses may occur as a result of construction activities.

Potential Construction Phase Issues and Management Actions:

. Direct disturbances to the wetlands and stream channels (and riparian zones), including vegetation clearing and flow and channel

modification.

° Indirect disturbances arising from these direct impacts include erosion, sedimentation and alien plant encroachment.
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Wetlands and Watercourses - Management Actions

Implementation

1. Detailed method statements for all activities within the wetlands and riparian zones must be submitted to the ECO by the
contractor for approval prior to construction commencing.

2. Where new platforms are constructed, the toe of the embankments of the platforms must remain outside of the 20m wetland
buffer zone.

3. No building rubble or soil removed during the levelling process must be allowed to fall/be disposed of into the drainage line or
associated wetland and riparian habitat on the north-western boundary of the site.

4. Prior to the clearing, infilling, excavation and re-shaping of the wetland/aquatic habitat within the development footprint, a Responsible Person:
search and rescue of indigenous flora and fauna must be undertaken by a qualified botanist and zoologist respectively prior to PM and Contractor
habitat destruction.

5. The platform embankments must be appropriately re-vegetated and stabilized to prevent collapse. Timeframe: Ongoing

6. No re-routing of flows should be allowed in the riparian zone. with monthly checks

7. Water must NOT be abstracted from any river, dam lake or stream without prior permission from the Department of Water and and maintenance
Sanitation.

8. Soil required for construction purposes must not be derived from the riverine area.

9. Natural water sources must not be used for any purposes including swimming, personal washing and the washing of machinery or
clothes.

10. The extent of damage must be minimised by ensuring that the ECO is present on site while construction activities are underway
at watercourses and wetlands.

11. Topsoil and excavated material must be stored outside of all watercourse and wetland areas and away from steep slopes. It must
not cause damming up of water, erosion gullies or wash away. The ECO must be consulted in terms of locating positions for Responsible Person:
storage of all material and soil. PM and Contractor

12. The banks adjacent to the construction site must be stabilized to prevent collapse and erosion.

13. Areas to be utilized by heavy machinery, etc. must be clearly demarked, using bonnox fencing, with and a responsible person Timeframe: Ongoing
must be appointed to ensure that there is a full compliance with the EMPr. with monthly checks

14. A photographic record of the watercourse must be kept. This must include photos from before clearing or construction starts and maintenance
that can be used for reference and rehabilitation monitoring purposes.

15. Rehabilitation must incorporate recommendations of the Rehabilitation and Conservation Management Plan (Themtek, 2015) and
the Freshwater Habitat Impact Assessment & Conceptual Rehabilitation Plan (Eco-Pulse, 2015).

16. Under no circumstances must hazardous liquids be allowed to enter the riparian zone.

17. Specifications of the SWMP (SiVEST), to be implemented, including:

e All stormwater runoff generated by the proposed development during rainfall must be attenuated within the development
footprint prior to discharge to the freshwater environment.

e All stormwater runoff generated by the proposed development during rainfall should be directed into open, impermeable
swales and/or stone-filled infiltration ditches rather than underground pipe systems.

e If stormwater runoff cannot be fully attenuated, then it must be conveyed and released in a controlled manner that
minimises energy when discharged to the freshwater environment.

e Rainwater harvesting and storage should take place onsite and runoff from roofs should be collected in closed-top tanks or
landscaped features for irrigation and non-potable purposes.

e Smaller regular spaced stormwater outlets must be favoured to spread out the flow.

o All outlets must be designed to dissipate the energy of outgoing flows to levels that present a low erosion risk.
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Wetlands and Watercourses - Management Actions Implementation

e The outlet reno-mattresses must be established to reflect the natural slope of the surface and located at the natural
ground-level.

e Alevel spreader should also be established where possible to prevent erosion.

e Appropriate energy dissipation structures must be installed, at major flood flow route outlets, to reduce the erosion risks
below the outlets.

e Regular maintenance must be performed on the onsite stormwater system (silt and litter clearing).

e Curb inlet/inlet drain grates and/or debris baskets/bags must be used to capture solid waste and debris

e Oil-water separators and sand filter traps must be installed at parking areas, light industrial platforms, commercial/retail
platforms to filter and treat the water before it is released to the freshwater environment.

18. Sewage infrastructure

e No new crossings of watercourses by sewer pipes should be created across the remaining wetland or riparian areas.

e If new sewer pipe crossings are unavoidable, the new pipelines should be aligned at right angles to the watercourse and
along areas that is already disturbed or where pipe bridges are already in existence.

e No sewer pipes (except at crossings or tying into an existing pipeline) and manholes may be established within 30m of the
edge of the wetland or riparian areas.

e Where possible, pipe bridge piers/plinths should span the width of the watercourse. Where piers are required the minimum
number of piers must be placed in the watercourse.

e If a manhole needs to be located within the vicinity (15m) of any wetland area, the manhole must be elevated to 1m above
ground level to increase storage volume during potential surcharge events.

19. Road infrastructure

e The construction of roads must be designed as minimise the extent of freshwater habitat directly impacted by construction
activities.

e New road crossings should be aligned at right angles to the watercourse and along areas that is already disturbed.

e  Watercourse road crossing should be vie elevated bridges or fill crossings with large portal culverts laid across the entire
width of the wetland that cater for water flow as well as fauna movement.

e Culverts must be installed so that their invert levels match the natural wetland/stream bed levels.

e Appropriate erosion measure must be in place for road crossing that are installed below the natural ground level.

e Natural flow seepage must be maintained at road crossings through the use of permeable materials.

7.10 Impacts on Fauna
Objectives:
e To minimise the destruction / disturbance of habitat and fauna within and around the site.

Potential Construction Phase Issues and Management Actions:

e Site establishment resulting in destruction or disturbance to areas containing natural faunal habitat and possible disturbance to individuals
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of protected species.
e Introduction of alien or domestic animals within and in the vicinity of the site as a result of construction works.

e Pollution of areas containing natural faunal habitat.

Fauna - Management Actions

Implementation

Faunal Habitat Protection:

1. Prior to construction, the layout plan must be defined and construction area must be clearly demarcated (keeping the construction
footprint to a minimum). This may be done either by means of markers (not hazard tape) tied to trees or bushes, or by means of pegs
with conspicuous flags on them. This must be undertaken in consultation with the ECO.
2. Given, the low quality of adjacent terrestrial habitats to wetland areas, buffers that follow the 20m wetland buffer
recommendations are largely adequate in this case. However, where possible, any opportunity to extend the size of conservation
zone buffers, and improve their management would be beneficial, and increase their biodiversity value.
3. Specially demarcated areas must be indicated for areas to be utilised by heavy machinery. Responsible Person:
4. These areas must be monitored by a designated individual on site, so as to ensure that sensitive areas outside of the construction PM and Contractor
area are not damaged.
5. Provide a site traffic and pedestrian plan prior to construction so that additional vehicular and worker access routes are kept to a | Timeframe: Ongoing.
minimum.
6. An appropriate and detailed Stormwater Control Plan must be designed and implemented to ensure that the hydrology of the
receiving aquatic ecosystems is not detrimentally changed.
7. If any nesting birds or bats are found on site pre-construction, Ezemvelo KZN Wildlife must be notified for advice in dealing with
these species.
8. In the event of destruction of any buildings within the footprint, these should be checked for the presence of bat colonies, and if
found, a bat expert should be contacted for appropriate instruction on how to proceed.
9. Avoid access routes through drainage lines and riparian zones wherever possible. Where access through drainage lines and riparian
zones is unavoidable, keep roads to an absolute minimum, constructed perpendicular to the drainage line. No vehicles are permitted
within the wetland buffer zones.
10. Culverts and bridges must not restrict the movement of fauna.
11. Avoid constructing broad hard surfaces or canalisation within the drainage line that may cause the drowning of fauna.
12. If hard surfaces cannot be re-vegetated then steps or ledges should be incorporated to aid fauna in climbing or as a path for
dispersal.
13. Should any protected faunal species be encountered on site during the construction phase, a suitably qualified specialist (e.g. James
Harvey of Harvey Ecological) must be consulted to determine further actions required.
14. Removal and relocation of any species protected under the NEM:BA (Act 10 of 2004: Threatened or Protected Species regulations will
require a permit granted by the provincial MEC. Responsible Person:
15. Removal and relocation of any species protected under the Natal Nature Conservation Ordinance No. 15 of 1974, will require a permit PM and Contractor
granted by Ezemvelo KZN Wildlife.
16. No wild animal may under any circumstance be handled, hunted, snared, captured, injured, killed, removed or be interfered with by | Timeframe: Ongoing.
construction workers. Checks of the surrounding open space areas must be undertaken regularly to ensure that no traps have been
set. Any snares or traps found on or adjacent to the site must be removed and disposed of. Anyone caught poaching on site will be
liable for penalties as determined by the ECO and PM.
17. To prevent possible collisions with animals, drivers of construction vehicles must remain vigilant to the possibility of animals crossing
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Fauna - Management Actions

Implementation

their paths and a strict speed limit should be adhered to.

18. An alien plant control programme (including monitoring) should be designed and implemented for conservation and other open space

areas

Pest Animal Control:

19. No domesticated animals must be allowed on site.

20. Stray animals must be reported to the local SPCA for control measures to be implemented.

21. All food should be securely stored away to prevent attraction of faunal species and all rubbish should be disposed of away from the
site. Specific eating areas/facilities shall be established for construction staff and no eating in the construction areas shall be
allowed.

22. Waste bins must have tight fitting lids to prevent faunal species raiding the bins.

Pollution Prevention:

23. During construction, all efforts must be made to minimise pollution and disturbance to conservation zoned areas - no waste or
materials of any kind must be allowed to enter the surrounding areas during construction.

24. Vehicles used during the construction phase must be parked in a designated area and containers should be used to prevent any oil
leaks.

25. Waste management and sewerage systems must be put in place.

7.11 Impacts on Flora

Objectives:
e To minimise the destruction / disturbance of indigenous vegetation within and around the site.
e To minimise the proliferation of alien vegetation within the project site.
e To prevent the loss of individuals of protected flora on site.

Potential Construction Phase Issues and Management Actions:

e Site establishment resulting in destruction or disturbance to areas containing indigenous flora.
e Loss of indigenous tree species.

e Loss of protected or Red Data List flora species.

e Change in hydrological conditions affecting flora in the wetlands due to construction works.

e Proliferation of alien vegetation.

e Vegetation affected by the contamination of soil with chemicals or nutrients.
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Flora - Management Actions

Implementation

Site clearing and earth-moving:

1.

N

9.

10.

Only clear vegetation that is absolutely necessary immediately before site establishment commences. This minimises the project
footprint by disturbing the smallest possible area for the least amount of time. Indigenous trees, shrubbery and grass species must be
retained wherever possible.

Construction should not alter hydrological conditions that sustain the hygrophytic plants outside built areas.

Should indigenous protected trees in terms of the National Forest Act (No. 84 of 1998) be encountered within the proposed
construction footprint and there is need to disturb / cut / remove the tree, a license application must be submitted to the
Department of Agriculture, Forestry and Fisheries (DAFF) offices in Pietermaritzburg for consideration and approval prior to any
activity commencing (Contact: Jeffrey Maivha; Tel: 033 392 7739; Forestry Regulation and Support, P/Bag x9029, Pietermaritzburg,
3200).

Relocation or destruction of the following floral species require permits from the provincial conservation authority, Ezemvelo
Kwazulu-Natal Wildlife: the orchid Eulophia speciose; Scadoxus puniceus (Snake Lily) plants; Drimiopsis maculate and; Kniphofia
species.

No trees to be felled for fuel purposes.

Cleared vegetation must either be mulched and used for composting on site, or disposed of at a garden refuse facility, and not
burned.

Hard standing must be kept at a minimum where possible in order to promote natural infiltration.

Avoid access routes through drainage lines and riparian zones wherever possible. Where access through drainage lines and riparian
zones is unavoidable, ensure that roads are constructed as per the approved layout plan, and constructed perpendicular to the
drainage line.

Following construction, any soil within open space areas which has been compacted by vehicles or machines must be lightly ripped or
raked so as to loosen it.

Rehabilitation of areas must be done with indigenous plant species and in line with recommendations of the Rehabilitation and
Conservation Management Plan (Themtek, 2015).

Rehabilitation and Alien Vegetation Control:

11.

12.
13.

14.

15.

16.

Rehabilitation of the remaining open space requires the control of alien plants. For most of these use of herbicides will be essential.
Controls for particular plants or kinds of plants are addressed in the Rehabilitation and Conservation Management Plan produced by
Themtek as well as the Landscaping Plan produced by Indiflora.

Methods for the management and control of alien must be agreed upon with the ECO.

During the entire construction process, the contractor must monitor all bare soil areas and stockpiles for alien plant encroachment.
Any alien plants found within the construction footprint and immediate surrounds must be removed immediately by uprooting and
disposed of appropriately to avoid proliferation beyond the site boundaries.

Given that vegetation in dryland parts of open space outside of developed areas is so poor, establishment of good vegetation cover
requires introductions. Where grass cover is very poor, or comprises undesirable species incompatible with other plant diversity (such
as Pennisetum clandestinum or Stenotaphrum secundatum), new grass cover should be established in its place using indigenous
species, but not those that are indigenous but also aggressive (such as Eragrostis curvula). Plantings of woody and herbaceous plants
should draw from species occurring in better dryland vegetation elsewhere on the site (such as those indigenous species found in the
Mixed Indigenous and Alien Thicket) or which were found elsewhere excluding those that flourish in conditions of disturbance.

Given that vegetation in wetland areas is also poor, introductions can also be considered here. Onsite offset areas must be
established for the Kniphofia wetland habitat lost, as per recommendations of the Vegetation Assessment (Appendix K6 of the EIA).
Consideration should be given to creation of an area or areas of damp, short grassland in which hygrophytic herbs and smaller sedges

Responsible Person:
PM and Contractor

Timeframe: Ongoing
with fortnightly follow
up in the case of alien

vegetation control.

Responsible Person:
PM and Contractor

Timeframe: Ongoing
with fortnightly follow
up in the case of alien

vegetation control.
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Flora - Management Actions Implementation

also occur, into which the Kniphofia can also be planted. This will need to be away from flood events close to the river, and its
apparent wastewater contamination.

17. Woody vegetation in and next to wetland areas in the northern part of the site overwhelmingly comprises alien species. Removal of
this vegetation will open this area up considerably. It is not suggested that the amount of alien woody vegetation be supplanted with
indigenous woody vegetation, but some plantings of indigenous trees could be envisaged. Species that will do well in damp but not a
water saturated substrate include Bridelia micrantha (Mitzeeri), Ficus lutea (Giant-leaved Fig), F. sur (Broom Cluster Fig), Macaranga
capensis (Wild Poplar), Rauvolfia caffra (Quinine Tree) and Syzygium cordatum (Umdoni). If available, some further introduction of
Combretum bracteosum could be considered, but as this is a scandent species, support is required and indigenous tree plantings
would need to grow up first.

18. Protected species occurring within proposed footprint areas should be relocated into other suitable habitat on site, or if this does not
occur, off site. Relocation must occur at the right time of year (the summer months) or if excavated in the winter months, be held in
a nursery until the next summer and arrival of rains. Practically, plants will need to be relocated in the summer months as most of
the species involved are winter deciduous or semi-deciduous and will not be visible or easily visible at any other time. They must be
relocated with due care by a horticulturist and maintained until established.

19. An indigenous planting scheme for landscaped parts of the development would also make some contribution to mitigating loss of
indigenous vegetation and habitat.

20. If the valuable Kniphofia wetland areas cannot be retained, buffered and rehabilitated, in addition to rehabilitation of the remaining
open space on the site, offsite offset areas are required for wetland habitat that will be lost (i.e. Kniphofia plants and other
hygrophytic herbs that occur on site). The identification, securing and rehabilitation of suitable offset areas must be undertaken in
consultation with eThekwini Municipality’s Environmental Planning and Climate Protection Department and a suitably qualified
specialist (e.g. David Styles and Themtek cc).

Pollution Prevention:

21. Vehicles used during the construction phase must be parked in a designated area and containers should be used to prevent any oil
leaks.

22. Formal waste management and sewerage systems must be put in place.

7.12 Cultural and Heritage Resources
Objectives:
e To prevent any damage to / disturbance of cultural or heritage resources.

Potential Construction Phase Issues and Management Actions:

e Loss of or damage to archaeological resources located on site.

Cultural and Heritage Resources - Management Actions Implementation

Site clearing and earth-moving:

1. A surface collection of the stone artefacts on site (29° 45” 01.19” S; 31° 01’ 12.66” E) must be made under the auspices of AMAFA
aKwaZulu Natali /Heritage KwaZulu-Natal (AMAFA). A surface collection will have educational value and the collected stone
artefacts can be used for teaching purposes. A permit is required from AMAFA for this collection and must be obtained before any
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work is undertaken at this site.
A walk-though of the area must be undertaken by a heritage specialist immediately prior to the filling-up of the mining depressions
at the site of the stone tools, to confirm if any others remain.
Further excavations of the ancient sand dunes should only be allowed once a Phase 2 Heritage Impact Assessment of the area has
been conducted.
Attention is drawn to the South African Heritage Resources Act, 1999 (Act No. 25 of 1999) and the KwaZulu-Natal Heritage Act (Act
no 4 of 2008) which, requires that operations that expose additional archaeological or historical remains should cease immediately,
pending evaluation by the provincial heritage agency. Should any additional heritage elements (graves, archaeological artefacts
etc.) be uncovered during the construction phase, AMAFA must be contacted, and construction approved in writing, prior to works
commencing.
Should the contractor be unsure of the above, the ECO must be contacted immediately. Contact details for AMAFA are as follows:
Ms Berndadet Pawandiwa
AMAFA Pietermaritzburg
Tel: 033 394 6543

Responsible Person:
PM and Contractor

Timeframe: Prior to
construction and
immediately following
any further discovery of
heritage resources

7.13 Emergency Preparedness and Response

Objectives:

e To ensure suitable preparedness and efficient response in case of environmental emergency situations.

Potential Construction Phase Issues and Management Actions:

e Emergency, fire or environmental contamination incidents.

Emergency Preparedness and Response - Management Actions

Implementation

Emergency Procedures:

5.

10.

Prior to the commencement of construction activities the contractor shall compile environmental emergency procedures to ensure an
appropriate response to unexpected or accidental incidents that may cause environmental impacts. These are to be maintained during
construction and amended as necessary.

Activities that may be addressed in the environmental emergency procedures include, for example, accidental exposure of employees
to hazardous substances, veld fires and accidental spillage of hazardous substances. The contractor, in consultation with the ECO,
shall conduct a pre-construction risk assessment to establish the required procedures. Any risks identified during construction that
were not identified during this process will require additional procedures should the ECO feel it necessary.

Comply to emergency preparedness and incident and accident-reporting requirements, as required by the Occupational Health and
Safety Act (Act No 85 of 1993), the National Environmental Management Act (Act No 107 of 1998), the National Water Act (Act No 36 of
1998) and the National Veld and Forest Fire Act (Act No 101 of 1998) as amended and/or any other relevant legislation.

Maintain an environmental incidents register to record incidents that occur on site as a result of the activities associated with the
contract. Environmental incidents constitute all those activities and incidents that may have a negative impact on the surrounding
natural environment.

Each environmental incident must be reported to and investigated by the ECO and forward an environmental incident report to the
Contractor, Proponent and relevant authority, including details on the manner in which the incident was remedied.

Ensure that each environmental incident report contains as a minimum, a description of the incident, a statement on the severity and

Responsible Person:
PM and Contractor

Timeframe:
Immediately
following incidents or
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Emergency Preparedness and Response - Management Actions Implementation

significance of the impact, and actions taken to remediate the resultant damage. emergencies with

weekly checks

Fire Prevention and Management:

11. Construction activities must be undertaken in such a manner as to prevent fires from being started as a result of the project (i.e.
correct management and storage of fuels, a hot works permitting system, availability of fire-fighting equipment, training of staff to
use fire-fighting equipment, no fires permitted on site or at the construction camp, designated smoking areas, correct disposal of
cigarette ends, etc.).

12. Basic fire-fighting equipment must be available on site at all times. Fire-fighting equipment must be in working order and serviced
regularly.

13. Appoint a Fire Officer who must be responsible for ensuring immediate and appropriate actions in the event of a fire and shall ensure
that employees are aware of the procedures to be followed.

14. Flammable materials must be stored under conditions that will limit the potential for ignition and the spread of fires.

15. Smoking must not be permitted in those areas where there is a fire hazard, e.g. fuel storage areas and areas susceptible to the rapid
spread of fires. Only use designated smoking areas on site where risk of fires is eliminated by the strict use of ash trays.

16. Hold fire prevention talks with staff to create an awareness of the risks of fire.

12-634 13 September 2015 Page 42




Investec Property (Pty) Ltd Proposed Avoca South Industrial and Business Estate EMPr

8 POST-CONSTRUCTION

The post-construction (rehabilitation) phase is an essential component of this EMPr and
must be carried out in consultation with the ECO who must be notified when construction is
complete and rehabilitation is about to commence. The requirements for the control of
soil, water, air and noise pollution stipulated in this EMPr still apply during the site post-

construction phase of the project.

8.1 Infrastructure

e All remaining building materials must be removed from the site.

e Residual stockpiles must be removed.

e Disassemble all infrastructure from the working areas and Contractors’ camp,
including temporary office and storage structures, containers, water pipes, water
storage containers, etc.

e Disassemble all fencing around the Contractors’ camp and remove to the

Contractors depot.

8.2 Contaminated Substrates and Pollution Control Structures

e The following must be disassembled, removed and appropriately disposed of:
o0 Contaminated substrate.
0 Plastic linings used for pollution/contamination control.
0 Temporary concrete structures that have been created.
o Break up all concrete structures that have been created (e.g. working and

parking surfaces) and remove concrete waste to a permitted disposal site.

e Drain all collection sumps and dispose of the contaminated liquid and solids at a
registered hazardous landfill site.

e Remove the tanks or plastic linings or similar and transfer to a permitted landfill

site for disposal.

8.3 Stormwater Management
The permanent stormwater control measures implemented on site must be in compliance
with the details contained in the Site Specific Stormwater Management Plan as submitted

to the Lot Owners Association and eThekwini Municipality for approval.

e No permanent stormwater is to be channelled and concentrated onto a
neighbouring property.

e All terraces and open areas must be shaped to ensure that there are no localized
low spots where water can concentrate and cause damage or present health

hazards.
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e All temporary stormwater controls should be kept in place until such time as they
are made redundant by the final constructed features and/or until such time that
the vegetation has established itself to an extent where the soil is bound in matrix.
The building contractor must maintain the control measures during his construction
process.

e The reticulation must be maintained in a clear open state to allow run-off to flow
unhindered. All vegetation is to be maintained in such a manner that stormwater
entrances do not become over grown and blocked. Grass cuttings are to be removed
from the site to prevent them entering the system.

e The designers are to take cognisance of the requirements of the National Building
regulations Part R - Stormwater Disposal SABS 0400 - 1990 as well as the various

guidelines mention in this report.

8.4 Re-vegetation/Rehabilitation of Open Space Areas and Wetlands
e The Rehabilitation and Conservation Management Plan (Themtek, 2015), the
Freshwater Habitat Assessment and Conceptual Rehabilitation Plan (Eco-Pulse,
2015) as well as the must be implemented (commencing as early into the
construction phase as possible and maintained throughout the operational phase).
The following sub-sections specify instructions for rehabilitation of open space
areas and wetlands (to be implemented in consultation with the ECO and in line

with the above-mentioned Plans).

Alien Vegetation Control

The following are specifications for control of alien plants on site, to be implemented in
conjunction with recommendations of the Rehabilitation and Conservation Management
Plan (Themtek, 2015).

e It should be decided at the start of the rehabilitation plan whether large alien trees
that are growing in and along the margins of the wetlands which occur on “the site’
and will be poisoned with herbicide will be left or removed. If the dead trees are
left in place they will be used for perching, over-night roosts and nesting sites by a
variety of birds which are associated with wetland habitats and so increase the
wetland fauna biodiversity. Alternatively the dead trees have to be removed and
limit the introduction of alien plant species by birds.

e ONLY herbicides which have been certified safe for use in wetlands by independent
testing authority to be used in the wetland buffer zones.

e Care must also be taken to ensure that the surfactant i.e. the chemical which may
either already have been added to the herbicide or which must be added to the

herbicide to make it stick to the plant, has been approved by testing authorities as
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being safe for use in wetland habitats.

e Felling, pruning and use of herbicides to be done only by a suitably experienced and
certified contractor and work-force.

e No form of fertilizer, or soil ameliorant such as lime, should be used in the planting
of any wetland and neither should any fertilizer or soil ameliorant be allowed to
enter any wetland from any adjacent area which is being prepared for or is in the
process of being re-vegetated.

e Spraying of herbicides to be undertaken on days where risk of a herbicide being

spread by wind is negligible.

Soil Preparation:

e When platforms are developed topsoils and subsoils must be stacked separately.

e Preferably, soils derived from the Berea Formation should not be mixed with soils
derived from Ecca shale.

e If mixing of soils in the construction phase is unavoidable, samples should be taken
to determine particle size distribution i.e. %s of sand, silt and clay and plant
nutritional status in order to determine watering and fertilizer requirements. This
could result in considerable saving in fertilizer costs. Particular care must be taken
when applying nitrogenous fertilizers as excess can result in eutrophication of
accumulated water.

e Aninitial cost estimate to undertake soil preparation is provided in Table 1-3.

Table 1-3: Cost Estimate - Soil preparation

Activity Anticipated Cost (Note: Rough Estimate)

Land preparation for planting of Couch Grass R4.75/ m*

Re-vegetation - Open Space Areas

e Landscaping in the area must be done with local indigenous species only.

e All non-wetland open space areas to be planted with plugs &/or sprigs &/or sods of
Couch Grass variety ‘Sea Green’ i.e. Cynodon dactylon var. Sea Green.

e Biodegradable geofabrics (such as GEOJUTE) to be used on steep slopes to facilitate
establishment of plugs or sprigs or sods.

e On steep slopes it would be preferable to use sods i.e. blocks of living grass with a
short closed canopy and a shallow root system, to provide instant cover.

e Aninitial cost estimate to undertake re-vegetation is provided in Table 1-4.
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Table 1-4: Cost Estimate - Re-vegetation

Activity Anticipated Cost (Note: Rough Estimate)
Planting sprigs R11.50 / m*
Planting plugs R16.50 / m’
Planting sods R25.00 / m?
Installation of GEOJUTE R12.25/ m?

Additional recommendations

e Soil containing high levels of clay, become compacted if crossed by heavy vehicles,
especially when the soil is wet. It is recommended that areas compacted by
vehicles during construction must be scarified to allow penetration of plant roots
and the regrowth of natural vegetation.

e If possible undertake planting - especially on steep slopes where a dense vegetation
cover is required to develop as rapidly as possible - early in the growing season i.e.
normally mid to late September.

e Land preparation to include ripping, de-clodding, removing boulders and stones and
discing and possibly rotovating i.e. breaking up large chunks of soil, shaping the
land surface. Shaping the land surface will involve levelling ground and then making
the soil soft and uniform enough to be able to plant into. This usually to a depth of
ca. 30cm.

e Felled and pruned woody and foliage material to be mulched on site and
incorporated into soils that are spread on areas to be developed as non-wetland
open space. This should not be undertaken when plants are in seed, to prevent seed
being incorporated into the mulched material and soil.

e Until such time as rehabilitation of the wetlands on ‘the site’ has been completed
and a suitable substitute site can be identified for the Kniphofia spp it is
recommended that these plants should be relocated to a suitable facility such as a

botanical garden.

Rehabilitation and Re-vegetation - Wetlands and North-Western Watercourse:

In order to maximize the provision of key ecosystem goods and services provided by
wetlands, the following rehabilitation strategy is proposed (as per recommendations of the

Freshwater Habitat Impact Assessment & Conceptual Rehabilitation Plan (Eco-Pulse, 2015):

e Increase the size of unchannelled valley bottom wetland habitat at strategic points
by diverting flow out of the channels and across the flat valley bottom areas.

e Deactivate artificial drains and gullies where applicable through drain infilling
and/or plugging.

e Stabilize and secure wetland and riparian habitat in terms of further downcutting
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and headcut.

. Remove all foreign material from the wetland areas and maximize viable wetland
area.

o Re-vegetate all wetland areas disturbed during rehabilitation.

o Remove and control alien plants.

Proposed interventions for each of the affected watercourse units are detailed in the
Freshwater Habitat Impact Assessment & Conceptual Rehabilitation Plan (Eco-Pulse, 2015),
and include the establishment of earthen plugs, gabion revetments, concrete walls with
drop inlet pipes, along with backfillings and re-shaping of specified areas. The
implementation of this Plan must be executed in consultation with a suitably qualified

wetland specialist.

Some detailed design is still required for the rehabilitation plan but the following point

must be taken into consideration when planning commences:

) Gabion revetments are used for stabilisation but can be raised to enhance wetland
areas. This alternative use of gabions will require that measures are put in place to
provide appropriate downstream protection.

o Concrete weirs will be established, within the main incised channel for the low
gradient valley bottom wetland areas and across the width of the valley bottom
areas for the steeper wetland areas.

. Localized excavation of the valley floor areas upstream of the concrete structures
to create wetland habitat.

o An initial cost estimate to undertake wetland rehabilitation is provided in
Table 1-5.

Table 1-5: Cost Estimate - Wetland Rehabilitation

Activity Anticipated Cost (Note: Rough Estimate)
Concrete weir R2500/ m*
Gabion revetment R1750/ m®
Earthen Structures R120/ m®
Earthworks (Excavation & Re-shaping) R70/ m®
Seeding / Re-vegetation R 50 000.00 / ha
Alien clearing R 1200.00/ ha
Estimated Total R3 500 000
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9 OPERATION AND MAINTENANCE

9.1 Traffic Impacts
Objectives:
e To limit vehicle congestion difficulties and minimising the likelihood of traffic related incidences.

Potential Operational Phase Issues and Management Actions:

e Increased traffic volumes and congestion in the surrounding road network.

e Increase in heavy vehicles on the road network, transporting goods and industrial materials.

Traffic - Management Actions Implementation

Traffic Management:
1. Implement required road and intersection upgrades as agreed with the eThekwini Municipality, and as per recommendations of the Responsible Person:

Traffic Impact Assessment (Appendix K3 of the EIA). Property Management
2. Be responsible for any clean-up resulting from the failure by staff or supplier to properly secure materials to be transported. and Tenants
3. Signage to be installed prohibiting heavy vehicles in residential areas and illegal parking on verges.
4. Provision of heavy vehicle lay-byes or parking areas. No delivery vehicles or trucks to park on public roads. Timeframe: Ongoing
5. Heavy vehicle logistics management by Investec.

9.2 Safety Impacts

Objectives:
e To ensure pedestrian and motorist safety therefore minimising the likelihood of traffic related incidences.
e To limit criminal activities and improving safety of local residence.

Potential Operational Phase Issues and Management Actions:

e Safety risks to pedestrians and motorists as a result of movement of heavy vehicles on nearby road networks.

e Increased crime associated with the operational phase.
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Safety - Management Actions

Implementation

Road Safety:
1. Transport of materials / machinery to or from the site must be done at off-peak hours where possible, and heavy vehicles may not

move on residential roads.

2. All material or equipment transported on public roads must be appropriately secured on the vehicle and where necessary covered,
to prevent any load falling off or spilling onto public roads.

3. Be responsible for any clean-up resulting from the failure by staff or supplier to properly secure materials to be transported.

Site Safety:
4. Installation of gated entries, electric fencing and CCTV cameras.

5. Investec to ensure the security of the fencing and to implement measures to minimise any security breaches which may impact on
neighbouring residential properties.

6. A formal procedure for complaints and reporting of crime must be set up and the neighbouring communities must be informed
about it.

Responsible Person:
Property Management
and Tenants

Timeframe: Ongoing

9.3 Visual and Aesthetic Impacts

Objectives:
e To prevent any visual intrusion caused by construction activities.

Potential Operational Phase Issues and Management Actions:

e Visual and aesthetic impact of large scale industrial warehouses in close proximity to residential suburbs.

e Visual intrusion through sources such as untidy work site, careless storing of materials, ineffective waste management, etc.

Visual and Aesthetic - Management Actions

Implementation

Aesthetic Design and Landscaping:

Use shade cloth carports to minimise vehicle glare.

Aesthetically attractive perimeter fencing (not concrete palisade).

Extensive landscaping of the site by implementation of Landscaping Plan (Indiflora, Appendix K13 of the EIA).

External signage should be kept to a minimum and where possible attached to existing buildings.

Should the warehouses ever be removed, i.e. upon ceasing of activities on the site, it is important that environment be restored
to a condition whereby the natural functioning of the ecosystem can take place.

gRoObE

Housekeeping:
6. Keep the working and storage areas neat and tidy at all times during the life of the project.

7. Maintain good housekeeping on site to avoid litter and minimise waste.

Responsible Person:
Property Management
and Tenants

Timeframe: Ongoing

12-634 13 September 2015

Page 49




Investec Property (Pty) Ltd

Avoca South Industrial and Business Estate EMPr

Visual and Aesthetic - Management Actions

Implementation

Lighting:

Night lighting of the warehouses and other buildings must be of the minimum required to provide for safety and efficiency. All
lights to be installed must be full cut-off light fixtures, which shield bulbs and angle light down onto the ground and prevent light
from shining away from the work areas.

Responsible Person:
Property Management
and Tenants

Timeframe: Ongoing

9.4 Noise
Objectives:

e To minimise the noise generated by operational activities.

Potential Operational Phase Issues and Management Actions:

e Noise generated from a variety of operational related sources can result in nuisance to nearby residents and sensitive receptors.

Noise - Management Actions

Implementation

Noise Management:

1.

~

Keep noise level within acceptable limits in compliance with all relevant guidelines, regulations and the eThekwini Municipal Noise
By-Laws. Keep record of any complaints lodged by members of the public or employees of the Avoca South Industrial and Business
Estate. Should any complaints be received, the body corporate of the development must be notified and the issue investigated.
Establish actions that should be undertaken following a reported non-compliance with eThekwini Municipal Noise By-Laws. Actions
taken in response to complaints must be recorded and discussed with the complainant until a resolution is obtained.

Roads within the development must be maintained and kept free of potholes, ruts and bumps in order to reduce vehicle rattle and
body slap.

The Body Corporate of the development must establish a set of rules about hours of operation to prevent noise pollution at
inappropriate hours (sirens / alarms). The relevant ratepayers associations must be consulted in this process.

Situate stationary noisy equipment within an enclosure for noise screening (e.g. purpose built shed, building or localised noise
screening).

All noise generating equipment should be maintained to a good state of repair at all times with particular attention paid to:
lubrication of moving parts and bearings, integrity of silences and acoustic covers.

Good work practice instructions that consider minimising noise whilst working must be promoted.

Design on site access roads and the location of delivery areas so that reversing of delivery vehicles is limited and therefore reverse
sirens are limited.

Responsible Person:
Property Management
and Tenants

Timeframe: Ongoing
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9.5 Air Quality

Objectives:
e To minimise the release of vehicular emissions from the site during operations.
e To minimise disturbance to nearby sensitive receptors.

Potential Operational Phase Issues and Management Actions:

e Release of emissions from industrial activities on site, and the dispersal of vehicular emissions from increased traffic.

Air Quality - Management Actions Implementation
Air Emissions Management: Responsible Person:
1. Speed limits to be strictly adhered to. Property Management

2. Vehicles to be well maintained to reduce emissions. and Tenants
3. No fires will be permitted for the control of alien vegetation, due to associated safety and smoke nuisance risks.
4. Investec must determine whether any further air quality studies, permits or management plans are required once the types of | Timeframe: Ongoing and
industries to be constructed on site have been confirmed. Immediately in hot and
windy conditions
Corobrik Factory:
1. Restrict quarrying area to 0.5 ha at any one time.
2. Rehabilitate worked-out areas which will involve:
e Resculpturing of slopes.
e Backfilling of worked-out sections.
e Profiling of exposed surfaces.
e Topsoiling
e Revegetating
3. Revegetate all exposed areas at the quarry to reduce dust pollution.
4. Frequently spray water on exposed areas and haul roads on site to suppress the dust. Water used for this purpose must be used in
guantities that will not result in the generation of run-off.
5. Adhere to speed limits in all areas, and reduced if necessary, in order to limit the levels of dust pollution (as well as road safety
aspects).
6. Vehicles used on, or entering, the quarry site must be serviced regularly to ensure that they do not emit smoke or fumes.
7. Check all quarrying equipment on a daily basis during the quarrying period to ensure that these are in proper working order in order
to minimise emissions.
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9.6 Chemical Storage and Spill Prevention

Objectives:

e To prevent contamination of the surface and groundwater on and around the site as a result of operational activities.

Potential Operational Phase Issues and Management Actions:

e Localised release of contaminants (oil, fuel etc.) due to spills or leaks from equipment / vehicles on site and subsequent contamination of

soil, surface and groundwater.

e Inadvertent contamination of soil, surface and / or groundwater resulting from temporary storage of contaminated soils, wastes or

hazardous materials.

Chemical Storage and Spill Prevention - Management Actions

Implementation

Management of Potential Contaminants:

Responsible Person:

1. All potentially hazardous raw and waste materials are to be handled by trained staff and stored on site in accordance with Property Management
manufacturer’s instructions and legal requirements. Industry tenants handling or storing such materials will be responsible for the and Tenants
training of staff, provision of PPE, filing of relevant document, storage and waste disposal. Each industry tenant is to compile a
Method Statement detailing the potentially hazardous substances/materials to be used together with the procedures for the | Timeframe: Ongoing and
storage, handling and disposal of the materials in a manner which will reduce the risk of pollution that may occur from day to day | Immediately in case of a
storage, handling, use and/or from accidental release of any hazardous substances used. spill or pollution incident

2. Obtain all necessary approvals regarding storage and dispensing, where fuel is to be stored on site, from the appropriate
authorities.

3. Provide suitable overnight facilities for vehicles, away from any areas of channelled flow.

4. Vehicles and machinery are to be well maintained to ensure that they do not leak (oil, hydraulic fluids and diesel). If on site re-
fuelling is required, machinery will be re-fuelled and serviced in an area with an impermeable surface. Drip trays or fuel sumps are
to be placed under vehicles or machinery that are parked overnight. Responsible Person:

5. Stormwater drainage must be kept separate from the waste water system. Property Management

6. Spill response equipment must be accessible on site. and Tenants

7. Suitable spill containment must be provided for transfer points outside of bunded areas.

Timeframe: Ongoing and

8. Waste Management: Immediately in case of a
See Section 10 spill or pollution incident
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9.7 Stormwater Management

Objectives:

e To manage any potentially contaminated stormwater or suspended solids from the site during the operational phase.

e To prevent pollution and erosion to the natural watercourses through retention of runoff.
e To reduce local flood risk.

Potential Operational Phase Issues and Management Actions:

e Off-site entrainment of sediment or contaminants due to generation of additional pathways through stormwater runoff.

Stormwater - Management Actions

Implementation

Stormwater Management:

1. The correctness of all stormwater calculations is the responsibility of the appointed Engineer or responsible person for each of the
individual sites. Geotechnical conditions must be confirmed by the individual owner or their appointed professionals.

2. The harvesting of rain water off roof areas for reuse is a specific requirement and must be stipulated under the Lot Owners
Association regulations and all water is to be directed first into the required holding structure before being directed into the
relevant attenuation structures and finally the municipal reticulation system (major system).

3. No building works, earthworks, walls or fences may obstruct or encroach on a watercourse inside or outside the site without

approved plans that do not compromise the objectives of the Stormwater Management Plan.

The developer/owner shall ensure that the flow path of the stormwater on his site is adequately protected against erosion.

Lined and unlined channels may be constructed to convey stormwater to a natural watercourse where deemed necessary and

unavoidable. The velocity in these channels must be checked for scour potential and suitable linings specified where required. All

incursions into the wetland unit and associated buffers are to be done in accordance with the wetland specialist requirements.

6. Itis required that each site provides stormwater attenuation measures such that peak flow is demonstrably restricted to the values
given in Table 2 of the SiVEST Stormwater Management Plan (Appendix K2 of the EIA). Staged attenuation is required for the full
range of the 5, 10, 20 and 50 year storm events.

7. It should be noted that the required site specific attenuation will be in excess of that which is typically required by the local
authority. The reason for this is that no attenuation measures have been provided for roadways throughout the precinct, and on-
site attenuation in excess of the normal pre-development levels will thus cater for the shortfall in attenuation on the roads
infrastructure.

8. Developers are at liberty to select a means of stormwater attenuation to suit the specific site, and may include a combination or
one of the following:

a. Shallow depression storage within parking areas and hardstands
b. Detention chambers

c. Impermeable lined ponds

d. Rainwater harvesting

9. The proposed attenuation measures must be acceptable to both the eThekwini Municipality and the Lot Owners Association and
comply with their respective guideline documents.

10. The overland flow routes must be protected from erosion and scour damage in the event of an excessive storm event.

ok

Responsible Person:
Property Management
and Tenants

Timeframe: Ongoing,
with checks to be
undertaken by
Contractor or PM
immediately following
rainfall events

Responsible Person:
Property Management
and Tenants
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Stormwater - Management Actions Implementation
11. Any construction, structure or area providing attenuation function should be designed to ensure that such disposal does not cause Timeframe: Ongoing,
slope instability, or areas of concentrated saturation or inundation. As such no infiltration into the surrounding soil of bulk with checks to be
earthwork platforms is permissible. undertaken by
12. Driveways/access roads must not concentrate run-off onto the main road and care must be taken not to obstruct the flow in side Contractor or PM
drains found along road edges when tying into the main road system. immediately following
13. All hardstand areas must be provided with suitable first flush filtration systems to remove pollutants such as grease and oil before rainfall events

discharge into the attenuation structures and then into the municipal reticulation system. No substances that could have a
detrimental effect on the environment may be allowed to enter the stormwater system.

14. Where appropriate, inlets to the stormwater system should have grates/grids that trap rubbish and prevent it from entering the
system.

15. All the rules and regulations as stipulated by the Lot owners Association from time to time must be adhered to.

16. The reticulation must be maintained in a clear open state to allow run-off to flow unhindered. All vegetation is to be maintained in
such a manner that stormwater entrances do not become over grown and blocked. Grass cuttings are to be removed from the site
to prevent them entering the system.

9.8 Soil Erosion

Objectives:
e To minimise soil erosion and sedimentation of natural habitat.
e To manage and control subsoil drainage.
e To prevent geological instability.

Potential Construction Phase Issues and Management Actions:

e Siltation of the stormwater system and natural drainage system due to erosion and sedimentation impacts.

e Subsoil saturation impacting on soil stability and groundwater seepage.

Soil Erosion - Management Actions Implementation
Erosion Prevention:
1. Erosion control measures to be implemented in areas sensitive to erosion such as near water supply points, edges of slopes etc. Responsible Person:
2. Immediately fill any erosion gullies/channels which may form on steep banks to ensure silt does not drain into the wetland. Property Management
3. Ensure maintenance of re-vegetation in accordance with the Rehabilitation and Conservation Management Plan (Themtek, 2015). and Tenants
Subsoil Drainage: Timeframe: Ongoing
4. Ensure maintenance of the subsoil drainage structures in accordance with the Geotechnical Investigation (Appendix K4 of the EIA).
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9.9 Wetlands and Watercourses

Objectives:

o No adverse effects to the wetland / watercourses may occur as a result of operational activities.

Potential Operational Phase Issues and Management Actions:

e Indirect disturbances arising from erosion, sedimentation and alien plant encroachment, leading to a loss of wetland / watercourse

functionality.

Wetland and Watercourses - Management Actions

Implementation

Wetland / Watercourse Management:

1.
2.

3.
4,

Install a gully trap to reduce risk of sewer manholes surcharging onsite and downstream.

Undertake regular water monitoring of the rehabilitated watercourse as per Water Quality Monitoring Programme
established together with Department of Water and Sanitation.

Monitor rehabilitation interventions for the life time of the project.

Adhere to the approved and agreed upon detailed Rehabilitation and Conservation Management Plan (Themtek 2015) for
the life of the project.

Specifications of the SWMP (SiVEST), to be implemented, including:

e All stormwater runoff generated by the proposed development during rainfall must be attenuated within the development

footprint prior to discharge to the freshwater environment.

e All stormwater runoff generated by the proposed development during rainfall should be directed into open, impermeable
swales and/or stone-filled infiltration ditches rather than underground pipe systems.

e If stormwater runoff cannot be fully attenuated, then it must be conveyed and released in a controlled manner that
minimises energy when discharged to the freshwater environment.

e Rainwater harvesting and storage should take place onsite and runoff from roofs should be collected in closed-top tanks
or landscaped features for irrigation and non-potable purposes.

e Smaller regular spaced stormwater outlets must be favoured to spread out the flow.
All outlets must be designed to dissipate the energy of outgoing flows to levels that present a low erosion risk.
The outlet reno-mattresses must be established to reflect the natural slope of the surface and located at the natural
ground-level.

e Alevel spreader should also be established where possible to prevent erosion.
Appropriate energy dissipation structures must be installed, at major flood flow route outlets, to reduce the erosion risks
below the outlets.

e Regular maintenance must be performed on the onsite stormwater system (silt and litter clearing).
Curb inlet/inlet drain grates and/or debris baskets/bags must be used to capture solid waste and debris
Oil-water separators and sand filter traps must be installed at parking areas, light industrial platforms, commercial/retail
platforms to filter and treat the water before it is released to the freshwater environment.

Responsible Person:
Property Management
and Tenants

Timeframe: Ongoing
with monthly checks and
maintenance
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Wetland and Watercourses - Management Actions Implementation

20. Sewage infrastructure

e No new crossings of watercourses by sewer pipes should be created across the remaining wetland or riparian areas.

e If new sewer pipe crossings are unavoidable, the new pipelines should be aligned at right angles to the watercourse and
along areas that is already disturbed or where pipe bridges are already in existence.

e No sewer pipes (except at crossings or tying into an existing pipeline) and manholes may be established within 30m of the
edge of the wetland or riparian areas.

e Where possible, pipe bridge piers/plinths should span the width of the watercourse. Where piers are required the
minimum number of piers must be placed in the watercourse.

e If a manhole needs to be located within the vicinity (15m) of any wetland area, the manhole must be elevated to 1m above
ground level to increase storage volume during potential surcharge events.

21. Road infrastructure

e The construction of roads must be designed as minimise the extent of freshwater habitat directly impacted by operational
activities.

e New road crossings should be aligned at right angles to the watercourse and along areas that is already disturbed.

e Watercourse road crossing should be vie elevated bridges or fill crossings with large portal culverts laid across the entire
width of the wetland that cater for water flow as well as fauna movement.

e  Culverts must be installed so that their invert levels match the natural wetland/stream bed levels.

e Appropriate erosion measure must be in place for road crossing that are installed below the natural ground level.

e Natural flow seepage must be maintained at road crossings through the use of permeable materials.

9.10 Impacts on Fauna
Objectives:
e To minimise the destruction / disturbance of habitat and fauna within and around the site.

Potential Operational Phase Issues and Management Actions:

e Disturbance to fauna / on site habitats.
e Introduction of alien or domestic animals within and in the vicinity of the site.

e Pollution of areas containing natural faunal habitat

Fauna - Management Actions Implementation

Habitat Management:

1. Ensure ongoing clearing of alien invasive vegetation and monitoring of the establishment of indigenous vegetation.

2. Culverts and bridges must not restrict the movement of fauna.

3. It is recommended that bat and owl nesting boxes be erected to encourage these species to reside in the area, which will result in
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Fauna - Management Actions

Implementation

environmentally friendly insect and rodent control.
4. Should indigenous faunal species be introduced within open areas as a conservation initiative, this must be undertaken in
consultation with Ezemvelo KZN Wildlife to determine grazing requirements and permits required.
No wild animal may under any circumstance be handled, hunted, snared, captured, injured, killed, removed or be interfered with.
6. To prevent possible collisions with animals, drivers must remain vigilant to the possibility of animals crossing their paths and a
strict speed limit should be adhered to.

(6}

Alien Fauna Control:

7. No domesticated animals must be allowed on site.

8. Stray animals must be reported to the local SPCA for control measures to be implemented.
9. Waste bins must have tight fitting lids to prevent faunal species raiding the bins.

Pollution Prevention:

10. Vehicles used during the operational phase must be parked in a designated area and containers should be used to prevent any oil
leaks.

11. Formal waste management and sewerage systems must be put in place.

12. Waste Management Plan:
See Section 10

Responsible Person:
Property Management
and Tenants

Timeframe: Ongoing

9.11 Impacts on Flora

Objectives:
e To minimise the destruction / disturbance of indigenous vegetation and fauna within and around the site.
e To minimise the proliferation of alien vegetation within the project site.

Potential Operational Phase Issues and Management Actions:

e Disturbance to indigenous vegetation on site.
e Alien vegetation proliferation.

e Vegetation affected by the contamination of soil with chemicals or nutrients.

Flora - Management Actions

Implementation

Vegetation Management:

1. No indigenous trees are to be felled during the operational phase, except for maintenance purposes and where the species is not
protected by legislation.

2. Ensure ongoing clearing of alien invasive vegetation and monitoring of the establishment of indigenous vegetation.

3. No fires will be permitted for the control of alien vegetation, due to associated safety and smoke nuisance risks.

Responsible Person:
Property Management
and Tenants
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Flora - Management Actions

Implementation

Pollution Prevention:

4,

5.

6.

Vehicles used during the operational phase must be parked in a designated area and containers should be used to prevent any oil
leaks.
Formal waste management and sewerage systems must be put in place.

Waste Management Plan:
See Section 10

Timeframe: Ongoing

with fortnightly follow

up in the case of alien
vegetation control.

9.12 Emergency Preparedness and Response

Objectives:

e To ensure suitable preparedness and efficient response in case of environmental emergency situations.

Potential Operational Phase Issues and Management Actions:

e Emergency / Environmental Incidents.

e Fire Incidents.

Emergency Preparedness and Response - Management Actions

Implementation

Emergency Procedures:

1. Compile and maintain environmental emergency procedures to ensure an appropriate response to unexpected or accidental
incidents that may cause environmental impacts.
2. Activities that may be addressed in the environmental emergency procedures include, for example, accidental exposure of Responsible Person:
employees to hazardous substances, veld fires and accidental spillage of hazardous substances. Property Management
3. Comply to emergency preparedness and incident and accident-reporting requirements, as required by the Occupational Health and and Tenants
Safety Act (Act No 85 of 1993), the National Environmental Management Act (Act No 107 of 1998), the National Water Act (Act No
36 of 1998) and the National Veld and Forest Fire Act (Act No 101 of 1998) as amended and/or any other relevant legislation. Timeframe: Immediately
4. Maintain an environmental incidents register to record incidents that occur on site as a result of the activities associated with the following incidents or
contract. Environmental incidents constitute all those activities and incidents that may have a negative impact on the surrounding | emergencies with weekly
natural environment. checks
5. Ensure that each environmental incident report contains as a minimum, a description of the incident, a statement on the severity
and significance of the impact, and actions taken to remediate the resultant damage.
Fire Prevention and Management:
6. Operational activities must be undertaken in such a manner as to prevent fires from being started as a result of the project (i.e.
correct management and storage of fuels, availability of fire-fighting equipment, training of staff to use fire-fighting equipment, no
fires permitted on site, designated smoking areas, correct disposal of cigarette ends, etc.).
7. Basic fire-fighting equipment must be available on site at all times. Fire-fighting equipment must be in working order and serviced
regularly.
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Emergency Preparedness and Response - Management Actions Implementation

8. Appoint a Fire Officer who must be responsible for ensuring immediate and appropriate actions in the event of a fire and shall
ensure that employees are aware of the procedures to be followed.

9. Flammable materials must be stored under conditions that will limit the potential for ignition and the spread of fires.

10. Smoking must not be permitted in those areas where there is a fire hazard, e.g. fuel storage areas and areas susceptible to the
rapid spread of fires. Only use designated smoking areas on site where risk of fires is eliminated by the strict use of ash trays.

11. Hold fire prevention talks with staff to create an awareness of the risks of fire.
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10 WASTE MANAGEMENT PLAN

This Waste Management Plan (WMP) is a key management tool that will contribute towards
achieving sustainable waste management throughout the construction and operation of the
Avoca South Industrial and Business Estate. The objective of this WMP is to:-
e Formalise waste handling, transfer and disposal activities associated with waste
from the development.
e To prevent inappropriate management of waste and associated risk of pollution of
the environment.
e To facilitate waste minimisation entailing avoidance, reduction, reuse, recycling or
treatment before disposal.
e To streamline and control waste segregation, storage, and disposal and promote

resource recovery from waste.

10.1 Waste Streams
10.1.1 Construction Phase
Anticipated Waste Streams generated during the Construction Phase are as follows:

e Construction Waste:

0  Excess construction materials, rubble, concrete, wood, etc.
e General Waste:

0 General waste refers to waste classified as non-hazardous and can be defined
as waste that does not pose an immediate threat to public health or the
environment if properly managed.

o Food waste, plastic, paper, scrap metal, cardboard, etc.

e Green Waste:
o Cleared vegetation, including invasive plants and felled trees / branches.

e Hazardous Waste:

0 Hazardous Waste is defined as waste that has the potential, even in low
concentrations, to have significant adverse effects on public health and the
environment because of its inherent toxicological, chemical and physical
characteristics.

o Unwanted, expired or contaminated chemicals including cleaning agents and
detergents, disinfectants, oils, greases, solvents and solvent based paints,
herbicides and pest control substances.

o Collected waste oils / fuels from drip trays and bunded areas / chemical
stores.

0 Materials used to clean spills of chemicals, fuels or oils.

0 General items such as batteries, fluorescent lamps and cement bags.
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e Excess Spoil Material:

0  Excess excavated soils or rock from platform levelling activities.
e Sewage Waste:
0 Untreated sewage from temporary chemical ablutions presents a biological /

pathogenic health risk and is therefore categorised as a hazardous waste.

10.1.2 Operational Phase
Anticipated Waste Streams generated during the Operational Phase are as follows:

e Industrial Waste:

0 Industrial wastes such as excess manufacturing materials are expected to be
generated during the operational phase. However the exact nature / type of
these wastes can only be determined upon confirmation of which tenants will
be operating on site.

e General Waste:

0 General waste refers to waste classified as non-hazardous and can be defined
as waste that does not pose an immediate threat to public health or the
environment if properly managed.

o Food waste, plastic, paper, scrap metal, cardboard, glass, etc.

e Green Waste:

o Cleared vegetation as part of ongoing landscaping, including alien invasive

vegetation and felled trees / branches.

e Hazardous Waste:

0 Hazardous Waste is defined as waste that has the potential, even in low
concentrations, to have significant adverse effects on public health and the
environment because of its inherent toxicological, chemical and physical
characteristics.

o Unwanted, expired or contaminated chemicals including cleaning agents and
detergents, disinfectants, oils, greases, solvents and solvent based paints,
herbicides and pest control substances.

o Collected waste oils / fuels from drip trays and bunded areas / chemical
stores.

0 Materials used to clean spills of chemicals, fuels or oils.

0 General items such as batteries and fluorescent lamps.

0 Electrical and electronic waste from offices.

e Sanitary / Medical Waste:

o Small amounts of sanitary / medical waste will be generated in the

operational phase from on-site clinics and ablution facilities.
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10.2 Construction Phase Waste Management

Objectives:
e Ensure waste generation is minimised (i.e. avoided, reduced, re-used and recycled) and that waste is disposed of responsibly.

e To ensure no direct or indirect environmental impacts as a result of waste management, handling or disposal.

e No forms of secondary pollution should arise from the disposal of sewage and refuse. Any pollution problems arising from the above

development are to be addressed immediately by the applicant.

Potential Construction Phase Issues and Management Actions:

e Waste generation from the construction activities (e.g. concrete, scrap metal, waste building materials, oil and diesel contamination) may

result in localised pollution and soil contamination, and an increased load of hazardous waste at disposal sites.

Construction Waste - Management Actions

Implementation

Waste Management:

1. All aspects and regulations of the NEM: Waste Act No. 59 of 2008 (as amended) must be adhered to.
2. Implement appropriate training and induction procedures to ensure all sub-contractors adopt best practice waste minimisation
procedures.
3. Recycling of waste must be included in the training and induction procedures and appropriate bins for recyclable waste provided.
4. Recycling of specific waste types (e.g. glass, plastic etc.) must be undertaken with the waste service provider (depending on volume).
5. Minimise littering - provision of suitable waste disposal containers at the temporary construction camp. These receptacles will be
clearly marked as “rubbish” in both English and Zulu. The bins will be emptied on a daily basis into a waste skip stored at the
permanent site camp. The applicant will be responsible for the weekly removal of the general waste from the collection area to a
permitted waste disposal site.
6. Sufficient vermin / weatherproof bins must be present in the construction camp for all waste material. Responsible Person:
7. The contractor shall ensure that concrete transportation does not result in spillage. PM and Contractor
8. Water containing waste must not be discharged into the natural environment. Measures to contain the water containing waste and to
safely dispose of it must be implemented. Timeframe: Waste
9. Cleaning of equipment and flushing of mixers must not result in pollution, with all contaminated wash water entering the waste water | removal weekly / as
collection system. necessary when bins
10. To prevent spillage onto roads, ready mix trucks will rinse off the delivery shoot into a suitable lined sump prior to leaving the site. are full
11. All contaminated water and fines from exposed aggregate finishes must be collected and stored in sumps for disposal at an approved
waste disposal site.
12. No burning, burying or dumping of any waste materials (construction, domestic, liquid, green or hazardous waste) is permitted. Should
evidence of this be found, the PM must enforce penalties on the responsible person.
13. Green waste must not contain any seeds of alien plants or weeds.
14. The working areas and storage sites must be cleared of litter on daily basis.
15. Store timber, metal, oil, paper, bricks, tyres, batteries and any other major recyclable wastes in bunded areas away from drains or
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Construction Waste - Management Actions

Implementation

16.
17.
18.
19.
20.
21.
22.
23.

24.

watercourses prior to re-use or collection for recycling.

Construction rubble must be disposed of at a municipal disposal site; alternatively it can be removed from site by the contractor should
it be of value.

Waybill certificates for all waste loads removed from the site must be kept on file.

Waste from ablution facilities must be regularly removed by an accredited service provider and handling and removal must be
undertaken on an impermeable surface to reduce the potential for soil / water contamination. Ablutions must not be situated within
the 1:100 year floodline.

Load and unload any solid or liquid hazardous materials on an impermeable surface to reduce the potential for soil / water
contamination.

Store waste oil and grease away from watercourses in a bunded roofed and sealed area and this must be collected by a licenced waste
contractor.

Do not bury material from bunded areas (this must be treated as hazardous material).

Hazardous waste disposal must be undertaken by an approved waste contractor.

Contaminated materials, hazardous substance containers, contaminated soil, clean-up materials, etc., must be transferred to a
permitted hazardous landfill site.

Disposal certificates for each waste removal event must be issued and kept in the site environmental file for auditing purposes.

Monitoring and Performance Assessment:

25.

26.

27.

Regular visual assessment of the working areas and construction camp to assess potential for leakage, spillage or pollution arising from
the site. Inspection of storage containers, waste storage areas, waste recycling, and the chemical / fuel store for evidence of
pollution.

Weekly internal monitoring of waste management by the contractor, and practical measures implemented to ensure correct and
timeous disposal of waste according to site requirements.

General housekeeping of the site will be examined to ensure stormwater runoff does not contain refuse or contaminants.

Responsible Person:
PM and Contractor

Timeframe: Waste

removal weekly / as

necessary when bins
are full

10.3 Post-Construction Waste Management

e Remove all leftover construction materials from the storage area and construction site and either sell, auction,

community or transfer to the Contractor’s base.

donate to the local

e Remove all construction debris, litter and domestic waste from the construction site and transfer to an appropriate disposal site. Remove

all waste receptacles from the camp and working area and either donate to the local community, auction, or transfer to Contractor’s base.

e Drain all wastewater and sewerage associated with temporary ablution facilities and transfer the waste to an appropriate permitted

disposal site.

e Do not burn or bury any waste at the construction site - all waste is to be transferred to a permitted disposal site.
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10.4 Operational Phase Waste Management

Objectives:
e Ensure waste generation is minimised (i.e. avoided, reduced, re-used and recycled) and that waste is disposed of responsibly.

e To ensure no direct or indirect environmental impacts as a result of waste management, handling or disposal.

e No forms of secondary pollution should arise from the disposal of sewage and refuse. Any pollution problems arising from the above

development are to be addressed immediately by the applicant.

Potential Construction Phase Issues and Management Actions:

e Waste generation from the operational activities (e.g. concrete, scrap metal, waste building materials, oil and diesel contamination) may

result in localised pollution and soil contamination, and an increased load of hazardous waste at disposal sites.

Operational Waste - Management Actions

Implementation

Waste Management:

1. Implement appropriate training and induction procedures to ensure all tenants and their staff adopt best practice waste minimisation
procedures.
2. Recycling of waste must be included in the training and induction procedures and appropriate bins for recyclable waste provided.
3. Recycling of specific waste types (e.g. glass, plastic etc.) must be undertaken with the waste service provider (depending on volume).
4. Minimise littering - provision of suitable waste disposal containers at each operational area (responsibility of the tenant). These
receptacles will be clearly marked as “rubbish” in both English and Zulu. The bins will be emptied on a daily basis into waste skips
stored at a central waste storage area. All bins must be vermin and weatherproof.
5. Property management will be responsible for the weekly removal of all waste from the central waste storage area to a permitted
waste disposal site (licensed to accept general / hazardous / recyclable waste, as appropriate). Responsible Person:
6. Water containing waste must not be discharged into the natural environment. Measures to contain the water containing waste and to Property
safely dispose of it must be implemented. Management and
7. Cleaning of equipment and flushing of mixers must not result in pollution, with all contaminated wash water entering the waste water Tenants
collection system.
8. No burning, burying or dumping of any waste materials (construction, domestic, liquid, green or hazardous waste) is permitted. Should Timeframe: Waste
evidence of this be found, Investec as the property manager must enforce penalties on the responsible person. removal weekly / as
9. Store all scrap metal and industrial waste in bunded areas on an impermeable surface. necessary when bins
10. Load and unload any solid or liquid hazardous materials on an impermeable surface to reduce the potential for soil / water are full
contamination.
11. Store waste oil and grease away from watercourses in a bunded roofed and sealed area and this must be collected by a licenced waste
contractor.
12. Do not bury material from bunded areas (this must be treated as hazardous material).
13. Hazardous waste disposal must be undertaken by an approved waste contractor.
14. Contaminated materials, hazardous substance containers, contaminated soil, clean-up materials, etc., must be transferred to a
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Operational Waste - Management Actions Implementation

permitted hazardous landfill site.
15. Disposal certificates for each waste removal event must be issued and kept in the site environmental file for auditing purposes.

Monitoring and Performance Assessment:

16. Regular visual assessment by appointed Environmental Officer, to assess potential for leakage, spillage or pollution arising from the
development. Inspection of storage containers, waste storage areas, waste recycling, and the chemical / fuel store for evidence of
pollution.

17. Monthly internal monitoring of waste management by the Environmental Officer, and practical measures implemented to ensure
correct and timeous disposal of waste according to site requirements. General housekeeping of the site will be examined to ensure
stormwater runoff does not contain refuse or contaminants.
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11 DECOMMISSIONING PHASE

It is expected that the proposed project will be operational for the foreseeable future.
Prior to decommissioning of the project at some future date, a comprehensive
Decommissioning Plan must be prepared that can reassess the potential environmental and
socio-economic impacts at the time. This Decommissioning Plan must be based on the
Construction section of the EMPr as the impacts and mitigation measures will be very
similar. In addition to all management measures described in the Construction Phase,
specific rehabilitation activities are required to address decommissioning of structures, soil,
land capability, and vegetation establishment. Specifications applicable to the Developer

and Platform Owners / Users must be defined in the Plan.
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12 UNDERTAKING
As part of the proposed Environmental Management Programme, the applicant is required
to provide an undertaking that it will be executed as approved and that the provisions of all

applicable legislation and regulations thereto will be complied with.

The signed undertaking is provided on the next page.
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UNDERTAKING

l, . , the undersigned and

duly authorised thereto by Investec Property Limited, have studied and understand the contents
of this Environmental Management Programme (EMPr) and duly undertake to adhere to the

conditions as set out therein, unless specifically or otherwise agreed to.

Signed at . on this , day of 201

Signature of Applicant

I, . , the undersigned and
duly authorised thereto by the DEPARTMENT OF ECONOMIC DEVELOPMENT, TOURISM AND
ENVIRONMENTAL AFFAIRS, have studied and approved the contents of this Environmental

Management Programme (EMPr).

Signed at . on this , day of 201

Signature of Designated Signatory (DEDTEA)
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13 CONCLUSION

The implementation of this EMPr will ensure that negative environmental impacts resulting
from the proposed project are minimised or prevented. It is the responsibility of the
applicant (Investec) to enforce the implementation of the EMPr by the contractor and
platform users by means of including the EMPr in contract documentation. The contractor
must thoroughly familiarise himself with the requirements of the EMPr and appoint a
suitable environmental officer to oversee the implementation of the EMPr on a day-to-day
basis. EMPr training will be required for both management staff and contractors (see
Appendix A: Awareness Training). In addition, the specifications for the operational phase
must be included in the contract documentation for platform users operating on the site, in
order to ensure management and maintenance which prevent any environmental impacts
from occurring. Examples of the Site Complaints Register and Environmental Incident Book

are provided in Appendix B.
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APPENDIX A: AWARENESS TRAINING

ENVIRONMENTAL EDUCATION AND AWARENESS
It must be ensured that all site personnel have a basic level of environmental awareness

training. This should include:

e What is meant by ‘environment’?

e Why the environment needs to be protected and conserved.

e How construction activities can impact on the environment.

e What can be done to mitigate against such impacts.

e Awareness of emergency spill response provisions.

e Social responsibility during construction (being considerate to residents etc.).

e Translators are to be used if necessary, to ensure that all staff understands what is
required of them in terms of the EMPr.

e A copy of the Environmental Authorisation (EA) must be kept at the site where the
activity will be carried on. The EA must be produced to any authorised official of
the department who requests to see it and must be made available for inspection
by any employee or agent of the holder of the EA who works or undertakes work at
the premises.

e The Project Manager (PM and Project Engineer (PE) must be on hand to explain any
technical issues and to answer questions.

e Environmental awareness posters must be placed on notice boards throughout the
site.

e The need for a ‘clean site’ policy needs to be explained to everyone working on

site.

WORKER CONDUCT ON SITE
A general regard for the social and ecological well-being of the site and surrounding areas is

expected of the site staff. Workers need to be made aware of the following rules:

e No alcohol / drugs to be allowed on site.

e No firearms allowed on site or in vehicles transporting staff to / from the site.

e Prevent excessive noise.

e Construction staff is to make use of the facilities provided for them, as opposed to
ad hoc alternatives.

e Trespassing on private / commercial properties adjoining the site is forbidden.

e Driving under the influence of alcohol is prohibited.
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APPENDIX B: COMPLAINTS REGISTER AND ENVIRONMENTAL INCIDENT BOOK
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SITE COMPLAINTS REGISTER

Date Time Nature of Complaint Response and Investigation | Actions taken Person in charge
Undertaken
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ENVIRONMENTAL INCIDENT BOOK

Date

Time

Location

Nature of Incident

Actions taken

Person in charge
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